FOURPENCE, 


: 


LONDON : HAUGHTON & COM PANY, | PATER NOSTER ROW, EC. 


JOHNSON PHILLIPS, 


TELEGRAPH ENGINEERS, ELECTRICIANS, & CONTRACTORS. 


OFFICE: 16, UNION COURT, OLD BROAD STREET, LONDON, EC. 
WORKS: VICTORIA ROAD, CHARLTON, LONDON, SE. 


Waukee of all Telegraph Appliances, Materials, and Machinery for Hiking sid 
Laying Submarine Cables, and Contractors for Underground & Aerial Telegraphes. 


| Telegraph Buoys, Grapmels, Patent and Ordinary ; Centipedes, Creepers, Mushrooms, Sinters, Cable 


anks, Picking-up and Paying-out Machinery, Dynamometers, Bow and Stern Gear, Steam ana land 
Hauling Gears, Rope and Chain Cable Drums, Splicing and Fointing Toots, 
Machisery Designed and Constructed for the Complete Equipment of Telegraph Cable Factories and 
Vessels, Wire Testing Machines for Tension, Elongation, and Torsion. Special Wire Sounding 
- ‘Machines for Shallow and Deep Water. 
All Apparatus and Material used in the Construction ‘and Maltese of LAND LINES, Viz. : 


INSULATORS—Yotnson & Phillips's Patent Fluid {nsulators, and all kinds of the ordinary form, | : 

BATTERINS—Sole Makers of Higgins’ Patent Bichngmate Batteries, and, all the ordmary Brass Contractors for the sb of Zine 
and Carbon Battery Plates of spect | 

POLES--Wrought Iron or Composite Poles of various kinds. | | 


Maxxrs or SPECIAL UNDERGROUND TORPEDO AND CARLES, WITH SINGLE OR Corss. 
Insulated Copper Wires, Strand and Ropes, taped or braided, cotfen or silk soyored, | 


ELECTRIC LIGHT,.—Sole Makers of Brockie’s Eric Lars. 
Every description of Leading WIRES and CABLES. CARBON RODS, both Black aa Coppered. 
ESTIMATES GIVEN FOR COMPLETE SYSTEMS OF ELECTRIC LIGHTING. 


ELECTRIC LIGHT. 


TELEGRAPH EN GINEERS, 


MANUFACTURERS OF 


SIEMENS PATENT DYNAMO-BLECTRIC MACHINES, LAMPS, CARBONS, 


and FOR WORKING THE Riectric LicGHT FOR ‘LIGHTING Hauwar | 


Stations, WHanves, Docks, LIGHTHOUSES, Suips, FACTORISS, WEAVING Sugps, Yarns, &c. 


Manufacturers of Submarine Cables, Materials for Overground Lines, fron Telegraph Posts, Insulators, Lastraments, | 7 
Batteries; Electric Mine Exploders, and Téeleg raph A pparatus of all kinds. | | 


| Contractors for. laying. Submarine Cables, for the erection of Land Lines, and far. the establishment of ee. + : 
| communication generally. 


33, LOMBARD STREET, LONDON, BC 


"CONTRACTORS TO. 

‘WER MAJESTY’S WAR OFFICE, 
ADMTRALTY AND INDIA OFFICE, | 
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 JOEL’S PATENT. INCANDESCENT LIGHT. 
CONTRACTORS. FOR ALL DESCRIPTIONS oF ELECTRIC 


QUEEN'S BUILDINGS, 52, QUEEN VICTORIA STREET, LONDON, 
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‘THOMAS & LEONARD JENKINS, 


MILTON WORKS, GEORGE aT. 


“STEEL AND IRON WIRE « 
PARADE, BIRMINGHAM, 
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SPRING, and Rivet Wires. 
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PATENTS FOR INVENTIONS. 


OBERTSON, BROMAN, & Co..(established 50 

years) continue to obtain Patents for Inventions. Pamphlet, 

= special advice, gratis or by post. 166, Fleet Street, 
London. 


PHILLIPS BROS., 


 ELECTRICAL WIRE MANUFACTURERS, 


MACINTOSH LANE, HOMERTON, 


LONDON, 


Manufacturers of Gutta-Percha, India-Rubber, Com- 
pound Cotton Silk, Flexible Cords, Telephone Wire, &c., 
&c. Multiple and other Wires. Special Wires for 
Dynamo-Machines. Electric Light Leads, &c. . 


TELEGRAPHIC CABINET WORK. 
M. FOXCROFT, 


54, COMPTON STREET, CLERKENWELL. 
(Established 1844.) 


INSTRUMENT CASES OF ALL DESCRIPTIONS. 


Lock and Block, Single Needle, Bell, Sounder, and 
elephone. | 


CABINET WORK DESIGNED TO SUIT NEW 
INSTRUMENTS. | 


TELEGRAPH INSTRUMENT CASES. 


GEORGE BEECH, 
10, SANDRINGHAM RD. HIGH ST., 


KINGSLAND, 


Continues to supply Railway and Telegraph Engineers with 
every description of a Instrument Cases, Single 
Needle, Block, Bell, Switch, &c. The material and work- 
manship of first quality and guaranteed. | 

Terms moderate for Cash. 


Just Published, Royal 8vo., Cloth, with 96 Illustrations, 10s. 6d. 
ELECTRIC LIGHTING BY INCANDESCENCE 
and its Application to Interior Illumination. A Practical 
Treatise. By WILLIAM EDWwWARD SAWYER. 
12mo0. Sewed, 6d.; Cloth, 15. | 
ELECTRO-TELEGRAPHY. A Book for Beginners. 


By FREDERICK S. BEECHEY, Telegraph Engineer. 


London; E. and F. N. Spon, 16, Charing Cross. New York: 
446, Broom-street. 


_ Railway and Telephone 


THE “JAMIN” PATENT ELECTRIC LIGHT. 


RICHARD JOHNSON & NEPHEW, 


MANCHESTER, 


TELEGRAPH & TELEPHONE LINE WIRE. 


Lonpon OFFICE— 
8, GREAT WINCHESTER STREET, E.C. 


W. T. GLOVER & CO. 


INSULATED WIRE MANUFACTURERS, 


25, BOOTH ST., MANCHESTER. 
Works, 4, Bridgewater St., Broughton Rd., Salford. 


SPECIALITIES. 


ee ae Gutta-percha Wire for Leading-in, Tunnel, and 
Underground Work. . Speciaily-covered Iron Wire for Aerial Lines. 
Fancy-covered Copper. Wire (Paraffined) for Telephonic and Bell 

urposes. Cotton-covered Gutta-percha Wire for Bellwork. Special 

akes of Klectric Light Leads for the Brush, Gramme, &c., systems. 
All classes of Covered Wire and Cables for Telegraphic, Telephonic, 
and Electric Work, as supplied to the Post Office and the Principal 
mpanies. 


Compagnie Générale d’Eclairage Electrique. 
CAPITAL 8,000,000 FRANCS. 
Proprietors of the Gramme Patent Machine for 
Alternate Currents. 


J. A. BERLY, CE, AS.LE, &., Engineer, 


And Sole Agent for Great Britain and the Colonies, 


_16, NEW BRIDGE STREET, LONDON. 


MACHINERY for covering Telegraph Wire with 
Silk, Cotton, Flax, Hemp, India-Rubber, Gutta-Percha, &c. 
Wire ego; Machines. Complete sets of Machinery for the 
Manufacture of Telegraph Cables. 


THOS. BARRACLOUGH, 8, KING Street, MANCHESTER. 


(GEOLOGY.— In the Preface to the Student’s 

ELEMENTS of GEOLOGY, by Sir Charles Lyell, price gs., 
he says:—‘‘ As it is impossible to enable the reader to recognise 
rocks and minerals at sight by aid of verbal descriptions or figures, 
he will do well to obtain a well-arranged collection of specimens, 
such as may be procured from Mr. TENNANT (149 Strand), 
Teacher of Mineralogy at King’s College, London.” These 
Collections are supplied on the following terms, in plain Mahogany 


100 Specimens, in Cabinet, with 3 Trays .. .. £2 2 
200 Specimens, in Cabinet, with 5 Trays .. .. 5 5 
300 Specimens, in Cabinet, with 9 Drawers .. 10 10 
400 Specimens, in Cabinet, with 13 Drawers .. 21 6 

More extensive Collections at 50 to 5,000 Guineas each, 


Cabinets :— 
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THE BROOKS’ PATENT INSULATORS 
WERE AWARDED THE FIRST PREMIUM 


At the Paris Exposition of 1867, at the VIENNA EXPOSITION, 1873, at the CINCINNATI INDUSTRIAL 
ExposiTION in 1874, and at the CENTENNIAL EXPOSITION at PHILADELPHIA in 1876. 


These INSULATORS are being largely used by the Wesrern UNION and AMERICAN UNION TELEGRAPH Cos, 


- Manufactured and for Sale by 


DAVID BROOKS, 


22, SOUTH Q1sr STREET, PHILADELPHIA. 


ESTABLISHED 


BIRKBECK BANK, 


_ Southampton Buildings, Chancery Lane. 


‘Current Accounts opened nr the usual practice of other 

Bankers, and Interest allowed on the minimum monthly balance 

pers not drawn below 425. No commission charged for keeping 
ccounts, 


The Bank also receives money on Deposit at Three per cent. 
Interest, repayable on demand. 


The Bank undertakes for its Customers, free of charge, the 
eustody of Deeds, Writings, and other Securities and Valuables; 
the collection of Bills of Exchange, Dividends, and Coupons ; and 
the purchase and sale of Stocks and Shares. | 


Letters of Credit and Circular Notes issued, 
A Pamphlet, with full particulars, on application. 
FRANCIS RAVENSCROFT, Manager. . 
ast March, 1880. 


TO AMATEURS. 


JOHNSTON & 
NEW PRICE LIST 


Contains everything necessary for experiments with 
ELECTRICITY, ELECTROTYPING, PLATING, &c., and can 
be had post free on application. 


121, Wardour Street, London, W. 


THE BIRKBECK BUILDING SOCIETY’S ANNUAL 
RECEIPTS EXCEED FOUR MILLIONS. 


How To PURCHASE A HOUSE FOR TWO 
GUINEAS PER MONTH, 


= With Immediate Possession and no Rent to pay.—Apply at the 


Office of the BIRKBECK BUILDING SOCIETY. 


How To PURCHASE A PLOT. OF LAND FOR 
FIVE SHILLINGS PER MONTH, 


With Immediate Possession either for Building or Gardening pur- 


poses.—Apply at the Office of the BIRKBECK FREEHOLD LAND 
SOCIETY. | 


A Pamphlet, with full particulars, on application. 
| FRANCIS RAVENSCROFT, Manager. 
Southampton Buildings, Chancery Lane. 


Liberal Terms to Science Teachers and the Trade. 


THOMAS CRAMPTON (formerly of 4, Little Britain, 
London, E.C.), ELECTRICIANS, OPTICIANS, and 
PHILOSOPHICAL INSTRUMENT MAKERS. Electric Bells, 
New Metallic Base Pattern, Constant Batteries, Indicators, Thief 
and Fire Alarms, and Automatic Switches, Induction and Medical 
Coils, or Specialities. Insulated Wires of every description. 
Microscopic and Optical Materials. Glasses, 


Telescopes, Opera 


. Microscopes, Aneroid Barometers, and Lime Light Apparatus. 


Illustrated catalogue three stamps. 


THOMAS CRAMPTON & CO., 


HIGH HOLBORN, LONDON, 
For trade terms send card. 


251, W.C. 


119 South Fourth St. 
PHILADELPHIA. 
Branch Office, 


=H. HOWSON, 
Engineer and Solicitor of Patents. 


C. HOWSON, 
608 Seventh Street, | Attorney at Law, and Counsel in 
WASHINGTON, D. G. Patent Cases. 
Address— _ HOWSON & SON, 
119, SOUTH FOURTH STREET, PHILADELPHIA, U.S.A. 
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 M. SADLER, 


UPRIGHT MAGNETIC MACHINE, 


So universally used by the Medical Profession, 


MANUFACTURER OF 


Electrical, Galvanic, Magnetic, Chemical, Photographic 
and Pneumatic Apparatus. 


Electric Bells and Indicators of every, description. 
For Hotels Warehouses, Manufactories, Mines, and Domestic and General Use, 


19, ASTON STREET, BIRMINGHAM. 


LEP 
| _ (HICKLEY’S PATENT). 
Wholesale and Retail Agents, 


JOHN ORME & CO. 
(Late M. JACKSON & CO.). 
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These Telephones are acknowledged to be perfect for practical 
use in connecting offices, mines, &c. They are now in use upon 
many lines, and are never known to fail. 


Price Lists of every description of SCIENTIFIC APPARATUS 
and CHEMICALS, post free for three stamps each. 


£2 10s. per pair. Inclose Business Card for Trade Terms. 


65, BARBICAN, LONDON, E.C. 


CITY & GUILDS OF LONDON INSTITUTE 


FOR THE ADVANCEMENT OF 


TECHNICAL EDUCATION. 


SUMMER COURSES OF 
LECTURES AND LABORATORY INSTRUCTION, 


À GENTLEMAN who is going Abroad’ 
wishes to dispose of his TELEGRAPH EN. 
| GINEERING BUSINESS. For Particulars, apply 
to W. Tansley, 37, Nottingham. 


A the Temporary Class Rooms of the Institute, COWPER 
STREET, FINSBURY, commencing MAY end, 1881. 


CHEMICAL TECHNOLOGY—Pror. ARMSTRONG, Ph D., F.R.S. 
EVENING COURSES :— 


ETCHOWE HELIOGRAPH, 


As designed and improved by Major MACGREGOR $ 
With 3-inch Mirror, in Leather Case, complete, Four 


PHOTOGRAPHY 


LECTURES 
LABORATORY 


. Wednesdays. 


DAY COURSES 


Wednesdays and Fridays. 
Tuesdays and Fridays. 


Guineas, or Eight Guineas per pair. With 
5-inch Mirror, complete, Six Pounds, or Twelve 
7 Pounds per pair. 


PuysicAaL TECHNOLOGY—PrRoF. AYRTON, AM., Inst. C 


EVENING COURSES :— 


ELECTRICAL INSTRUMENT Tuesdays. 
ELECTRIC LIGHTING... Fridays. 


DAY COURSES 
ELECTRICITY AND MAGNETISM .« Mondays and Wednesdays. 


Equal in all respects to Mance’s or the Roorkee Instruments. 


The above Instruments are now made at these prices, with 
the following improvements :—Horizontal and Vertical 
_ Movements, and Morse Key arrangement to Mirror. 


They 


are more simple and are stronger than any other 


LABORATORY PRACTICE 


Mondays and Thursdays. 


Clas for Practice in Mathematical Calculations FREE to 


Instruments at three times the price. 


all Students attending any of the above Courses, Thursdays, 


7-30 to 9.30. 
Fees for Lectures and Laboratory Course together, 5s. and 7s. 6d. 


Detailed Prospectus on application to bus Professors at Cowper 
Street Schools, or Gresham College, E. 


PHILIP MAGNUS, 
Director and Secretary. 


| 


Wz. STONE, 


MATHEMATICAL INSTRUMENT MAKER, 


44, GLOUCESTER ST., QUEEN'S SQ., BLOOMSBURY, 
| LONDON. 
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W. T. HENLEY’S TELEGRAPH WORKS CO, LIMITED, 


TELEGRAPH ENGINEERS AND CONTRACTORS. 


MANUFACTURERS OF SUBMARINE CABLES 
_ AND TELEGRAPHS OF ALL KINDS. 


Telegraph Wires and Stores 9€ Every Description. 


8, Draper’ s Gardens, Throgmorton Street, London. 
WORKS—NORTH WOOLWICEL. 


& VIENNA INDIA-RUBBER WORKS, 


HARBURG-ON-ELBE. 
{LONDON OFFICE: —11 TO 14, Towers CHAMBERS, LONDON WALL AND MOORGATE, EC. 


_ MANUFACTURERS OF 
GUTTA PERCHA INSULATED TELEGRAPH WIRE 


OF EVERY GAUGE AND DESCRIPTION, ALSO COVERED WITH SILK OR COTTON, TAPED OR BRAIDED. 


__ M. THEILER & SONS, 


| TELEGRAPH INSTRUMENT MANUFACTURERS, 
oe | 86, CANONBURY ROAD, LONDON, N. 


 MANUFACTORY—ALWYNE LANE, 


TELEPHONE TRANSMITTERS 


(THEILER’S PATENT, 1880). 
LOUD AND DISTINCT. CANNOT GET OUT OF ORDER. 
- PRICE COMPLETE (with Sensitive Bell on same Board), £3 10s. 


PETER BROTHERHOOD, 


ENGINEER, 


| 56 & 53, COMPTON STREET, GOSWELL ROAD, E.C. 


SILVER MEDAL PARIS EXHIBITION. 


ENGINES 


AS USED BY 


BRUSH, SIEMENS, GRAMME AND WILDE 


FOR DRIVING 7 
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THE TELEGRAPHIC JOURNAL AND 
ELECTRICAL REVIEW. 


VoL. IX.—No. 198. : 


THE ELECTRICAL RAILWAY. 


DeraiLs of the working of the Electrical Railway 
at Berlin are still wanting, though the announce- 
ment of the trial trip was made a short time ago. 
The success of the experiment can hardly be con- 
sidered doubtful by any one; nevertheless, as the 
new line is really the first practical one on the new 
system, its working will be watched with great 
interest by all concerned in railway matters. Un- 
like the electric light, the progress of the new 
method of propulsion for railways will scarcely be 
watched with jealous eyes, as its success will not clash 
with any existing interests. Gas companies look 
upon the electric light as a formidable foe, and not 
_ without reason, though their interests are not likely 
to suffer to anything like the extent which has been 
predicted; but railway companies and railway 
engineers will only look upon the electrical railway 
system as a new source of enterprise to which to 
turn their attention. à 

The plant required by companies who light by 
gas, and those who light by electricity, is of quite a 
different nature, and it is not interchangeable in any 
way—that is to say, the plant of the gas company 
cannot be made to do service for electric lighting ; 
no part of it can be utilised for the purpose. 

Again, the capital required for starting an elec- 
tric lighting system is small. . In the case of rail- 
ways the bulk of the capital is required for the 
track, which is common to every system of rail- 
way locomotion, whether the latter be effected 
by electrical or other means. Also, the actual 
cost of working by electricity is not likely to be 
less than that incurred in working by locomo- 
tives ; indeed, we are not aware that it has ever 
been attempted to be proved that it is so. As a 


rival to existing interests, therefore, the progress of | 


the electrical railway is not to be feared. Its use 
will not be to compete against existing systems, but 
rather to fill gaps hitherto left open. 

For town work the electrical railway seems 
eminently fitted, as it possesses the advantage of 
freedom from noxious fumes, by no means an un- 


important advantage, to which those who travel’ 


_ daily by the Underground Railway can testify. 


_ methods there is always a loss ; but the air engine 


railways where the track is completely protected 


‘tion of a gaseous medium, which is usually the 


- Besides the electrical motors, those. worked by 
compressed air are likely to have a fair share of 
attention, but the two are not likely to be rivals, as 
each will probably have its own sphere of use- 
fulness. The compressed air system is an indirect 
method of obtaining motive power, and in such 


has the advantage of being independent in its 
action of the state of the track over which it runs, 
that is to say, mud and water will in no way hinder 
its action ; for tramways, therefore, the compressed 
air system is admirably suited. For underground 


the electrical system would answer well, and it 
would have the advantage of rendering collisions 
impossible, whilst the transmission of the power 
being comparatively direct, the arrangement would 
be comparatively economical. _ | 


ELECTROMOTIVE FORCE OF THE — 
VOLTAIC ARC. 


By M. F. P. LE ROUX. | 
WHEN an electric current is established _between 
two conductors of the same kind by the interven- 


vapour emitted by their substance, the inequality 
of the temperature of the portions of those con- 
ductors which are contiguous to this medium 
appears to be a general fact. It appears not less 
general that the extremity by which the positive © 
electricity arrives possesses the highest temperature © 
of the two. | | 
The idea of attributing to this phenomenon a 
thermo-electric origin is old: it is mentioned in | 
the treatise of Verdet. From the application of 
the principle of equivalence of heat to electrical 
phenomena, as explained. in the works of Helm- 


_ holtz, Clausius, and Sir William Thomson, in pro- 


portion to the heat disengaged at the point of © 
junction of two heterogeneous substances, there — 
corresponds an electromotive force acting in the © 
reverse direction to the current. M. Edlund re- 
marked, some time ago, that the hypothesis of the | 
resistance of the voltaic arc, considered simply:as a 
conductor, is not sufficient to account for the diminu- 
tion in intensity which takes place in the current 
from the battery. Quite recently, M. Joubert 
(Comptes Rendus, July, 1880), in the course of his 
very interesting researches on magneto-electric | 
machines, has arrived at the conclusion that the 
resistance of the arc was very small, that the differ- | 
ence of potential which exists between the two | 
carbons was due, for the most part, to an electro- 
motive force resulting from a phenomenon of 
polarisation of which he reserves the explanation. 
I have before had accasion to refer to the experi- 
ment of M. Wartmann, who shows that, if the 
passage of the current is suspended for a small | 
portion of a second, even one-tenth, one can, on 
re-establishing it, see the arc form itself afresh 
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without any contact of the carbons being necessary. 
This fact explains itself very well if it is considered ‘ 
that the carbon vapour, which I think constitutes 
principally the arc, can last for some time after the 
cessation of the current, and also that the hot gases 
which surround: the carbons are conductors, as 
M. Edm. Becquerel has shown. 

It being admitted that the passage of the current 


between the two carbons is due to a difference of . 
potential, this difference should exist a certain time 


after the cessation of the current, and from the 
moment that it exists between the carbons still 
heated and conducting this difference should be 


manifested on a galvanometer placed in the cir- 


cuit. I had some time ago endeavoured to show the 
existence of this difference of potential by means of 
a kind of double contact breaking wheel, analagous 
to the distributing wheel which I had femployed 
to cause intermittent currents to pass between two 
places ; 

It appeared to me a better arrangement to employ 
a single contact only, worked by hand, to interrupt 
the current of the battery. With a galvanometer of 


high resistance a current could be observed over 


two-tenths of a second after the battery current 
was cut off, showing the existence of a reverse 
. This effect can be produced 
with the carbons several millimetres apart ; but the 
effects are much more marked when the arc is short 
at the moment of the cessation of the principal 
current. The experiment succeeds equally well 


but this kind of apparatus presented — 
peculiar difficulties. | 


whether the carbons are in the air or in a vacuum 


obtained by an ordinary air pump. Phenomena of 
the same kind can be produced with platinum 
instead of carbon electrodes. I believe that it is 
entirely athermo-electric effect. The carbon would 
be positive by contact with its vapour in a degree 
increasing with the temperature.—Revue Industrielle. 


SIMPLIFIED HOLTZ ELECTRICAL MACHINE. 


~ 


By GEO. M. HOPKINS. 
In the domain of physical science there is nothing 
capable of being illustrated by more brilliant and 
pleasing experiments than frictional electricity ; the 
means of studying it experimentally are in every one’s 
hand, and if it were better known, doubtless many 
who are now comparatively uninformed on this sub- 
ject would begin to make it a matter of study and 
experiment. | 

Many will recall the time in school days when the 
professor, with great exertion, trundled the ponderous 
frictional machine from behind the glass doors of the 
laboratory cabinet, and after no end of wipings, ad- 
justments, and applications of amalgam, and after 
exerting an enormous amount of muscular force, suc- 
ceeded in discovering that the atmospheric conditions 
were unfavourable to the generation of electricity, and 
the students, after being shocked by a quarter inch 
spark, were further shocked, and in another way, when 
informed that the philosophical machine must be re- 
consigned to its glass housings until a more propitious 
day. 

Such was the general experience of the student of 
science a few years since, and suchit is to-day in some 
of our educational institutions; but many of our 


schools—to their credit it may be said—have kept pace 
with the times and have provided modern apparatus 
capable of being used successfully under all conditions. 
The more recent forms of Holtz electrical machine are 
vastly better than the earlier ones, and the earlier ones 
were far superior to any of the forms of frictional ma. 
chine. The makers of the improved Holtz machine in 
New York, Boston, and Philadelphia furnish them at 
reasonable prices, but there are numbers of our experi- 
menters and students who would hardly feel warranted 
in purchasing one of them, who would conStruct one 
but for a few difficulties which at first sight seem 
almost insurmountable to the tyro. The questions | 
that beset the inquirer are: (1) What kind of glass 
shall be used ? (2) How shall the glass be apertured ? 
(3) How shall the. parts be adjusted and manipulated 
to secure the wonderful results attained by this 
_ It is the object of this article to fully answer these 
queries, and to give such details of construction as to 
enable any one having even a moderate mechanical 
ability to make, in a very simple manner, a machine 
fully as efficient as the best in market; and that, too, 
without any considerable outlay for materials. With- 
out describing in detail the principle upon which the 
machine operates—these matters being fully treated in 
all works on physics—I will describe a machine which 
was made in odd moments as a matter of recreation, 
and which is as efficient as could be desired, yielding a 
spark fully six inches in length, equivalent to one half 
of the diameter of the rotating disc. This machine is. 
shown in perspective in fig. 1, and in plan in fig. 2.. 
Different forms of apertured disc are shown in (3) 
(4) and (5.) The glass for the discs is selected from 
common window glass. It should be as thin as pos- 
sible, of uniform thickness, and flat. It is not essen.. 
tial that the glass be absolutely free from imperfec- 
tions, although this is desirable, The rotating disc is 
twelve inches in diameter, the fixed disc is fourteen 
inches in diameter. I begin with the glass discs, as it 
is here that most of the difficulty in making the 
machine is supposed to lie; the especial trouble being 
in making the aperture in the revolving glass for re- 
ceiving its hollow shaft, and in making the three large. 
apertures in the fixed glass. I dispense with the hole — 


in the revolving disc, and secure it to a vulcanite 


collar by means of a cement composed of pitch, gutta 
percha, and shellac equal parts, melted together. The 
method of applying the cement for this purpose is to 
warm the vulcanite collar, then cover it with a thin 
layer of the cement; then, after making the glass 
rather warm, lay it on a paper on which are described 
two concentric circles, one the size of the glass disc, 
the other the size of the collar, and while the glass is 
still hot press the collar down upon it. The vulcanite 
collar is screwed on the end of a wooden sleeve, c, 
(fig. 2), having at one end a shoulder to receive the 
collar and at the other end a small pulley to receive 
the driving belt. The sleeve, c, turns upon a piece of 
three-eighths inch brass tubing which extends through 
the vertical post, D, ten inches high and two inches in 
diameter. The end of the sleeve, c, next the glass 
disc, B, is countersunk to receive a screw, which enters 
the end of the brass tube holding the sleeve in place. 
This screw is covered by the glass when the revolving 
disc is in its place in the machine. The glass for the 
stationary or apertured plate, A, is first cut in circular 


_ form and then divided diametrically, and the apertures 


are formed by cutting haif from each plate, a very 
simple matter as compared with cutting the three holes 
from an entire disc. The lateral holes are two and 
three-quarter inches long, and one and three-quarter 
inches wide at the larger end, and their sides are 
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nearly on radial lines extending from the centre of the | 


disc. The central opening through which the sleeve, 
c, extends is approximately circular, but is slightly 
elongated at e e, to facilitate the removal of the por- 
tion cut out. Of course the simplest way to get the 
glass into the desired shape is to have a glazier cut it 
with his diamond, but any one may do it with one of 
the twenty-five cent steel roller glass-cutters sold 
everywhere. The discs of the machine represented 
were cut in this way, and the notches in the semi- 
circles of the fixed disc were cut with one of these 
inexpensive yet useful tools. The only precaution 
necessary in cutting the notches is to make them 
rather flaring to permit of the removal of the piece 
after it is cut. Phe | 

The two halves of the fixed disc are fastened together 
by two elliptical pieces of glass cemented to the two 
halves,:between the central and lateral openings. . The 


cement used is the same as that above desctibed, and - 


it is applied in a similar manner. The cement known 
as ‘‘stratena”*answers very well for this-purpose, but it 


lectors, E, are supported upon glass columns havin 

wooden bases and tops, These combs are made o 
three-eighths inch brass tubing, the two pieces being 
fitted together and fastened with soft solder. The 


| avi which are simply bank pins, are driven into 


oles in the brass tube three-eighths inch apart. The 
inner ends of the tubes forming the combs are soldered 
to brass ball buttons ; the outer ends are inserted in 
wooden balls, from which wooden screws extend back- 


_ ward to receive the deeply grooved wooden nuts, r, 


which hold the edges of the apertured disc, A The 
points of the combs each cover a space 24 inches long, 
or about equal to the width of the paper inductors, 
Care should be taken to avoid: bringing the inner ends 
of the combs nearer together than is absolutely neces- 
sary, and the outer point should be at least one-eighth 
inch from the periphery of the, revolving plate. The 
points should be as near the face of the revolving 
glass as possible without .touching.. The combs.are 


clamped in place by wooden screws in the..wooden 
tops of the glass standards... | 


| } 

— 


Fic. 2.—PARTIAL PLAN oF SIMPLIFIED Hozrz MACHINE. 


must have several days to dry before the machine can 
be used. 


The edges of the glass around the apertures and 


along the seams should be varnished with the best 
quality of alcoholic shellac varnish to prevent the 
accumulation of moisture. 

Paper inductors, c, are attached to opposite sides of 
the apertured glass by means of starch paste made by 
cooking starch until it begins to thicken, and cooling it 
before it becomes clear, i.e., while it is still of milky 
whiteness. These inductors are made of filter paper 
or of single: thick drawing paper, and extend from the 
lateral openings or windows about one-third. the 


_ distance between the two windows in a circular direc- 


tion. The outer edges of the inductors are arranged 
ona circle a little smaller than the revolving disc. At 
the end of each inductor and upon the opposite sides 
of the glass are pasted pieces, d, of gilt paper, which 
project into the window, and when dry are serrated, 
the points of the teeth being on the centre line of the 
windows, 


In front of the revolving plate, B, two combs or col- 


The outer ends of the tubes supporting the combs are 
fitted to tubes soldered in the large hollow balls. 
Through these balls the discharging rods slide witha 
gentle friction, The inner ends of the discharging 
rods are provided with spherical knobs, and their 
outer ends are fitted with wooden handles well 


varnished. 


The cross arm, 6, instead of being supported from the 
centre, as usual with the apertured revolving plate, is 
elongated and bent so as to enter the rear end of the 
tube which forms the bearing for the sleeve, c. It is 
split to create friction in the tubes to retain it in posi- 
tion, and in addition to this the screw which holds the 
tube in the post, p, passes through a hole in the tube 
and bears against the extension of the cross arm. | 

The free end of the cross arm is carefully rounded, 
and the pins correspond in number and position to 
those of the combs, £. The cross arm, when the 
machine is in use, is placed opposite the ends of the 
paper inductors, as shown in the illustration. | 

The lower edge of the apertured plate, a, rests in an 
adjustable support on the table. 
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The base of the machine is 13 inches wide by 14 
inches long, with an extension 9 inches long for 
receiving the standard of the driving pulley, which is 
made adjustable on the table to tighten the belt, the 
table being slotted to receive the screw projecting 
from the standard, and the foot of the table answering 
as a nut to clamp the standard in any desired position. 
The pulley on the sleeve is 13 inch in diameter, and 
the driving pulley is 6 inches in diameter. Almost any 
kind of belting will answer, but a gut string is prefer- 
ble. 
: To complete the machine two condensers or small 
Leyden jars are required. These may vary in size ; 
in the machiné shown they are 2} inches in diameter 
and 6 inches high, and are covered on the inner and outer 
side with tin foil to within 3 inches of the top, the 
starch paste before mentioned being used to fasten the 
foil. The uncovered portion of the jar is varnished 
with shellac. If jars of the desired form and propor- 
tion are not attainable, bottles may be readily cut by 
means of a hot curved rod of iron about one quarter 
inch in diameter. : | | 


The condensers are placed outside the glass columns | 


under the tubes that. support the combs, and a small 
chain hanging on each tube touches the tin foil lining 
the jar. = 

The ‘outer coatings of the jars are connected 
by a small brass chain lying on the table. The 
plate, A, should be placed about three-sixteenths 
of an inch from the plate, B, and it must be turned 
so that the edge of the windows to which the gilt 
paper is attached is exactly opposite the teeth of the 
combs, E. | 

To charge the machine the ends of the discharge 
rods are brought into actual contact, and a piece of 
vulcanite, a quarter of an inch thick, 4 inches wide, 
and 10 or 12 inches long, is rubbed with a catskin, a 
piece of flannel, or a piece of silk, and applied to one of 
the paper inductors. At the same moment the 


machine is turned toward the gilt paper points. A 


strong smell of ozone and an increased resistance to 
turning are the first indications of the successful 
charging of the machine. Now by slowly separating 
the discharge rods the spark will pass over an increased 


distance until it is fully 6 inches long. To produce the: 


silent discharge all that is required is to remove the 
chain on the table from one of the jars. No special 
directions are required as to the management of 
the machine. 
its action, and it must be kept free from dust. 
Air currents interfere with its operation; therefore 
it should be used in a room with the doors and 


windows shut. | 

I have so far described only one form of apertured 
plate. In (3) is shown a form in which the disc has 
a central portion, 1§ inches wide, removed and the two 
parts are connected by glass strips, a a and 6 3, 
cemented in the manner already described. When 


this form of plate is used the combs must be inclined : 


to correspond to the direction of the edges to 
which the gilt paper is attached. (5) shows the usual 
form of plate, which requires the aid of the glass cutter, 


as the holes cannot be readily made by one unused to 


operations of this kind.—Scientific American. 


PREPARATIONS are being made at Penzance for the 
nding of the shore end of the new independent 
cable between the Cornish coast and America, 


A dry atmosphere is favourable to | 


TELEGRAPHIC APPARATUS IN USE IN 
THE BRITISH POSTAL TELEGRAPH 
DEPARTMENT. 

XXXII. 
THE QUADRUPLEX SysTEM.—( Continued.) 

Fic. 130 shows the general arrangement of the 

apparatus at each station on a quadruplex circuit : 


R? and R? are the relays which are used to respond 
to the changes in the currents produced by the 


action of the transmitters, T! and T2, at the cor- 


responding distant station. 

R! is a Post-Office standard relay (Article V., 
March 15th, 1880) which responds to the work- 
ing of the double current transmitter at the 
distant station. This relay acts independently 
of the strength of the current, that is to say, 
it responds to reversals whether they be weak or 
strong, and it is therefore not influenced by the 
action of the transmitter, T?, at the distant station. 
R? is a “compound” polarised relay, shown in 
general view by fig. 131, which responds only to 
an increase in the strength of the currents, what- 
ever their directign, and responds therefore to the 
action of the transmitter, T?, at the distant station. 
The principle of its action is shown by fig. 132. 

The tongue, 7, is placed directly in the centre of 
the field of the electro-magnet operating it. It is. 
so adjusted by means of the springs, # and #1, that 
it is not affected by the weak reverse currents. 
sent by the transmitter, T?. The screw stops, 2° 
and +, regulate the play of the tongue; p*: 


limiting-the--movement of the lever, N, in one: 


direction, while 2° limits the movement of 7 in the — 
other direction. When 7 is in its normal position 

it is in contact with lever, N, whilst N is in contact 
with 2°; the local circuit of ¢ through the non- 
polarised relay, s, is thus completed, and the arma- 
ture of the latter is drawn down. But when 7 is 
moved by a current in either direction, so as either 
to break itself away from N, or to break N away 
from 2°, then this circuit is broken, the armature 
of s rises, and completes the local circuit of s?, 
the reading sounder. The proper tensions of the 
springs, z and z!, of course vary with the condi- 
tion of the line, and they are kept so adjusted that 
while 7 responds to every current sent by T?, it is. 
not affected by those sent by T?. It will be noticed 
that whenever the line current is reversed, and 
the tongue, 7, is moved from one side to the other, 


a momentary short circuit through e is formed ; 


but this change of position is facilitated by the 
large condenser, .c, and the movement of the tongue 


is so rapid that the electro-magnet of the “up- 


righting sounder,” or relay s, has not time to. 
become magnetised, so that the period of the short. 
circuit is not felt. If a simple neutral relay were 
used it would act independently of the direction of 


the current, but it would fall back, and be again 


attracted when currents were reversed, thus causing 
a break or click in the local circuit. This is not 


_ the case, however, with Mr. Gerritt Smith’s relay. | 


Fig. 133 shows the different parts of the contacts 
of the relay. The contact, 2°, is permanently fixed 
and cannot be altered; p* and 2® are adjustable 
and are ivory tipped. 
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c1, in fig. 130, is a condenser which is used for 
compensating the static charge on line as usually 
employed in duplex working; it is of the same 

attern as that shown by figs. 56 and 58 in Article 

II. (July 1st, 1880). ing 3 | 
_ pis a rheostat used for adjusting the quantity 
and duration of this compensating static discharge. 
It is, as a rule, only used on long lines. 

x is a rheostat, similar to fig. 55, Article XII, 
employed to balance the resistance of the line. 

y! is a resistance equal to that of the battery, 2 E,* 
also shown in fig. 127, Article XXXI. 


z is the resistance of the whole battery, 3 E, : 


thrown in by the switch, Q, when the line is put 
to earth for adjustment on starting to work. 
Q is a switch which puts the line direct to earth 


_ for adjustment at first starting, or at any time that — 


it may be necessary to take a fresh balance. 


ADJUSTMENT OF APPARATUS. _ 
The Pole Changer or Double Current Transmitter. 


The proper adjustment of this transmitter (fig. 
128) is of the utmost importance to the successful 
working of the circuit. ae : 

The following is a good mode of procedure. 

Screw down the upper limiting stop at the 


electro-magnetic end until the play is reduced to 


about 4 of an inch, or about half its working play. 

Now turn to the contacts, and gradually raise or 
lower the upper screw, @, until the lever, s,, whose 
position it adjusts, just touches the lower point on 
the lever end, ¢, and that of the screw itself, then 
carefully withdraw or raise the lower screw, d,, 
until the other lever, s,, does the same. All four 
points will now be in contact, but the slightest 
movement of the armature, either up or down, 
would break this contact, and put the battery to 


line and earth. The limiting stop which was 
screwed down before commencing operations must 


now be raised, so as to give the armature its proper 
play, a trifle over ;4 part of an inch. When these 


adjustments are very carefully made, the transmitter 


will send out currents of equal duration, and the 
battery will be short-circuited during the shortest 
possible time, making the period of “no current 
to line” almost imperceptible. Another reason for 


_ so much care in making these adjustments is this :— 


If the two levers, s,,s;, are too much apart, the 


incoming current is compelled to return through 
_ the two relays and the balancing rheostat to earth, 


when T? is in the middle position, instead of going 
by the nearer way through the main battery, or 
resistance equal to it. The same thing happens if 
the springs are adjusted too close together, for they 
are then rocking between. the line contacts, breaking 
the circuit of the line,and unduly short-circuiting 


the battery. By ordinary care the period of short- 


circuiting may be reduced to almost nothing, and 
the arriving current will then only go to earth 
through the battery. It should not-be necessary to 
re-adjust very frequently, but only when putting on 
a new transmitter, or after cleaning the points 
when they have become dirty. | | É 
If the circuit is working well it is advisable to 


_ #Icis found that the large battery need not be greater than 2 E. 


let it alone, and never make alterations at random. 
If a fault appears, make sure that it is not on the 
line, and take a balance before altering anything, 
Nothing will overcome an intermittent earth or 
contact with any system, but a steady partial earth 
may always be got over by a re-adjustment of the 
balance. | 


The. Single Current Transmitter. 


This is so simple that no explanation of its ad- 
justment is needed. 


The Compound Relay. 


The electro-magnets are adjustable by means of 
checknuts, and they should have their poles at 
equal distances from the tongue, that is to say, so 
that if the spring, #,,1s slacked quite out, the tongue 
on being slightly moved to the right will tend to 
move over in that direction. The screws, p* and 


p* should be screwed up so that the tongue will 


ave an equal amount of play in either direction. 
The tension given to the springs, #1 and #?, should 


_ be such that the tongue, 7, is drawn back with the 


same “pull,” whether it be moved to the right or 
left. 


Balancing on commencing to work. 


Let u be the up station and D the down station. 

As soon as the line is connected, station U ex- 
changes signals with D before balancing. If the 
signals come reversed, the direction of the current — 
through the standard relay, R', must be reversed. 
Station U now instructs D to put to earth; D com- 
plies by turning the switch, Q, to the right, which 
sends the incoming current direct to earth through 


the resistance, z, which has already been adjusted 


to equal, approximately, that of the entire main 


battery. Station u then “earths” by placing his 
own switch in the same position, and adjusts his 


polarised relay, R!, so that the tongue will remain 
at rest upon either its front or back stop, when so 
placed by the finger. 

Station u now closes the single current trans- 
mitter, T°, by blocking either of the keys, kK’, K!, 
down, and turns the switch, Q, back to its original 
position, that is, to the left, sending the entire 


battery to line. Thé‘resistance, x, should now be 


adjusted, without touchäng the keys, until the 
tongue will remain .indifferently on either stop as 
before. When this is accomplished, the line re- 
data and that of the balançing rheostat will be 
equal. | 

To obtain the electro-static balance, station U 
transmits dots or dashes ‘by:means of T1, at the 
same time altering the capacity of the condenser, 
cl, until it neutralises the discharge which takes 


“place after each signal. “When the discharge can- 


not be entirely meutralised by the condenser, that 
is, when-a little too much discharge from the con- 
denser causes the relay to close the local circuit 
upon depressing the key, and too small a discharge 
from the condenser causes the same defect upon 
opening the key, it is better to leave the excess in, 


and tone it down or retard it by means of the 


rheostat, P. The balance of this relay insures that 
of R? without further precaution. 
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Finally, station U again turns switch, Q, to the 
right, putting the line to earth through resistance 
equal to his entire battery ; and station D proceeds 
to obtain a balance in the same way, having accom- 
plished which he apprises u. di, 

Station U then requests D to send v’s from T!, 
leaving T° open and at rest : the signals are received 
at u on relay R1, and at the same time the springs, 
n and 21, of the compound relay, R?, should be 
pulled up sufficiently to hold the tongue at rest in 
the central position with the uprighting sounder 
circuit closed. D is then requested to leave T' at 
rest, and send A,B,C’s on T?. These signals should 
be received at U upon the compound relay, R°, only. 
pis then requested to hold Tr? down, and continue 
to send on T*. These signals should also be re- 
ceived upon R#, but in the opposite direction, and 
Rg} should at the same time close its own local cir- 
cuit. D should now send vs on one side, and 
A, B, CS on the other; and if they come without 


justed ; but if there is any tendency to break up or 
kick on the R? side (called the B side), it may be 
assumed that the battery is- either too weak or is 
short-circuited too long at the opposite end. 


non-polarised relay should be adjusted as close as 
those of an ordinary relay. Its local battery should 
also be frequently attended to, as it is very hard 
worked. | 

It is a good plan to disconnect the B side locals 
when closing the circuit for the day. ; 

With a little practice the whole of these adjust- 
ments may be done in five minutes or even less, 
for it is not always necessary to alter even the 
springs of the compound relay. 


SOLDERING BY ELECTRICITY. 


THE engraving shows a soldering iron heated by 
the electric current, and capable of melting all kinds 
of solders, such as gold and silver solder, which 
have heretofore required a blowpipe to melt them. 
It may also be used for the more fusible solders 
employed in making tin ware. Now that the elec- 
tric current is distributed. so generally and is used 


to employ it for soldering. Fay 
Figs. 1, 2, and 3 show one form of electric solder- 
ing iron, fig. 1 being a perspective view, fig. 2 a 
b section showing the switch fcr controlling the 
current, and fig. 3 a detail view of the switch 
button. Figs. 4 and 5 are views of a modified form 
of the device. In figs. 1 and 2 the electric con- 
ductors extend through and project beyond the 
handle, and embrace a piece of platinum or other 
material offering sufficient resistance to the passage 
of the electric current to become heated more or 
| less according to the strength of the current. One 
of the conductors is separated near the upper end 
of the handle, and bridged by a button made partly 
of electrical conducting material and partly of in- 


circuit may be completed or broken as circum- 
Stances may require. The device shown in figs. 4 
and 5 is on the same general principle, the only 


breaking, the pole changer at D is properly ad- | 


The contact points of the uprighting sounder or 


for all manner of purposes, it seems quite practicable 


| sulating material, so that by turning the button the 


difference being that the handle is split lengthwise, 

and the two portions are pressed apart by a spring. 

When apart to their fullest extent a hook attached 

to one of the conductors touches the other con- 
ductor and short-circuits the current in the handle. 
When the two halves of the. handle are pressed 

together the current passes through the reiractory 
point. 


When the point is heated to incandescence the 
tool may be used for melting either silver or gold 
solder. For melting soft solder the heat may. be 
less intense. ew 

This invention was recently patented by Mr. C. 
E. Ball, of Philadelphia, Pa.—Scientific American. 


On the 25th ult. the western gable of the new 
Board School in Orange Street, Southwark, was 
struck by lightning and hurled to the ground. 
Fortunately no one was in the building at the 
time. 3 | 
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STONE’S IMPROVED HELIOGRAPH. 


A vERY simple addition has recently been made 
to Major Macgregor’s Ekowe Pocket Heliograph 
ee oe JOURNAL, October 15th, 1880) by Mr. 

. Stone, the constructor of the instrument. In 
the original apparatus the movement of the mirror 
for producing the flashes was effected by the direct 
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action of the hand. Mr. Stone’s improvement con- 
sists in adding a small key, by the depression of 
which the mirror is moved through a small angle, 
and which can be worked like an ordinary Morse 


key. This addition is shown by the figure, which 
is self-explanatory. | 


CANADIAN TELEGRAPHY.—The Montreal Telegraph 
Company was organised in 1847 with a capital of 
£15,000. It had 500 miles of poles and wires and nine 
offices. It has now a capital of £500,000, 12,700 miles 
of poles, 21,500 miles of wire, and 1,674 offices. The 
number of telegrams sent over the line in 1880 was over 
2,000,000; and its earnings for the year were £137,000. 
Within the same period Montreal has increased from 
50,000 to 150,000, and now that a contract for the 
railway to British Columbia (over 2,600 miles) has been 
sanctioned by the Canadian Parliament a still more 
rapid increase in telegraphic business appears to be 


Hotes. 


Messrs, Davip MosEty AND Sons, telegraph 
engineers and india-rubber manufacturers, of Man. 
chester, inform us that they have succeeded, after 
experiments extending over upwards of twelve months, 
in finding and adapting for telephonic transmitters a 
material which will replace carbon with advantage. 
What the substance is has not been stated, but it is 
said to possess greater conductivity than any other 
non-metallic body, carbon not excepted, and a greater 
variation of resistance under variations of pressure 
than carbon. The new transmitter, the inventors 
state, will be found to excel the existing carbon 
arrangements. The material is said to be harder 
and therefore more durable than carbon. Patents 
for the invention have been applied for in various 


countries. 


PROFESSOR TYNDALL is delivering a course of six 
lectures on Paramagnetism and Diamagnetism at 
the Royal Institution, Albemarle Street. The lectures 
commenced on Thursday, April 28, and will be con- 
tinued every Thursday up to June 2. 


THE electric railway is now laid down in the grounds 
of the Crystal Palace. 


THE Manchester, Sheffield, and Lincolnshire Railway 
station, and that of the Midland, at Sheffield, are to be 
connected with the Telephone Exchange on the 1st of 
June. Eight hundred and sixty-eight purely business 
messages passed through the Sheffield Telephone 


Exchange on a single day last week. The total for 
the week was 4,400. | | 


AN Italian journal states that Signor Manet whitens 
the albumen of blood by means of the electric light. 


In general, 24 hours suffice to give complete decoloura- 
tion. | 


Tue New York Electrical Society, recently formed, 
now numbers over 200 members. 


Messrs. LUND AND BLOCKLEy, clock and watch 
manufacturers, 42, Pall Mall, have recently applied 
their synchronising system to the Ludgate Hill platform 
clock of the Chatham and Dover Railway, by which it 
will be set to true time by an electric current from 
Pall Mall at 10 a.m. daily. They have also applied ta 
the clock a novel automatic arrangement of their own 
invention, by which, at two minutes to 10 a.m. daily, 
the current will ring a warning bell, couple up and 
block against false currents two ordinary working 
telegraph lines, one in use from Victoria to Ludgate 
Hill, with intermediate stations, and the other from. 
Kentish Town to Waterloo, passing through Ludgate 
Hill and jointly worked by the Chatham and Dover, 
the London and South Western, the Great Northern, 
and the Midland Railways. At 10 a.m. Messrs. Lund 
and Blockley’s standard clock in Pall Mall, through a 
line—also automatically joined up with the Victoria 
and Ludgate line by a clock in the telegraph office at 
Victoria—will send an electric time-current of two 

seconds’ duration, giving the time to these different 

railways. The current will set to true time—minutes 

and seconds—the clock at Victoria, the clock at 

Ludgate Hill, and a local standard for the use of the 

Great Northern Railway at King’s Cross. Immediately 


generally anticipated throughout the Dominion. 


upon the termination of the two seconds’ time-current 
the three lines will be automatically re-established as 
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distinct lines for their ordinary telegraph purposes. 
No false current can by any possibility actuate the 
clocks, nor during the rest of the twenty-four hours 
can the clocks interfere with or be interfered with by 
the ordinary operations of the circuits. The principle 
of Messrs. Lund and Blockley’s system is that of 
dropping a small weighted lever exactly at the hour, 
this lever grips the minute hand and sets it exactly at 
the hour division on the dial. The weighted lever is 
brought back in position by the going weight of the 
clock between each hour, and is released at the hour 
by an electro-magnetic detent, | 


Messrs. BARRAUD AND Lunp, of Cornhill, have 
devised an ingenious system of automatically’ testing 


and reporting the condition of the time wires by which | 


their system of synchronising clocks is carried on. 
Their “‘fault-finder” for main lines is an alarum, and 
a series of indicators representing any number of trunk 
lines; so long as the various time signals are duly 


transmitted no indication is made, but failing any one 


of the trunk: lines to receive its hourly signal, five 
minutes afterwards the alarum is rung, and a number 

is dropped indicating the particular line in default. 
This is the first time, we believe, that any instrument 
has been devised for making a telegraph line, absolutely 
broken down, report its own breakage. The “ fault- 
finder” for branch lines indicates twice a day whether 
such lines are in working order, such indication from 
any number of branches being nevertheless transmitted 
over the single main trunk, : 


THE TELEGRAPH IN ar ee postal tele- 
graph service in the island of Jamaica comprises 
32 stations, and employs 35 female operators. 
There are about 470 miles of wire now in use, 
which completely encircle the island, connecting 
all places of sufficient importance to require tele- 
graphic facilities. The lines are under the super- 
intendence of Mr. H. C. Wilson, an experienced tele- 
graphist, who was first employed with the old Electric 
and International Telegraph Company, in England, 


subsequently serving three years in Egypt, and three ~ 


years or more under the Western and Brazilian Com- 
pany, at Pernambuco and Bolivia, about fourteen years 
in all, Mr. Wilson has superintended the construction 
of the lines, the opening of the offices, and the teaching 
of the operators. The lines are worked on the open 
circuit system, using Morse sounders and Siemens 
relays. | 


IMPROVED INCUBATOR, — An improved incubator, 
which regulates its temperature and shifts the eggs 
automatically at regular intervals, has recently been 
patented in America. It is provided.with a series of 
longitudinal cloth hammocks or egg receivers, attached 
to end pieces pivoted to rigid supports and to movable 
bars, which are automatically moved so as to shift the 
eggs at regular intervals by suitable levers controlled 
by clock-work. The gas or oil cock of the flame of 
the boiler for heating the incubator is controlled by 
means of a pair of electro-magnets connected with a 
battery, and with a metal thermometer provided with 
an adjustable scale,so that the. temperature of the 
incubator is regulated automatically. 


A RECENT experiment by Professor Marangoni seems 
to prove that moist air cannot be regarded as an 
electrical conductor. A vessel of water heated over a 
lamp gives off steam through a bent tube passing to a 
bell jar through stoppers in each vessel. ‘The bell jar, 
Supported in an inclined position, thus gets filled with 
moist air, A small, fully-charged Leyden jar is pushed 


been put into forty buildings. 


making preparations for lightin 


(the upper half of it) into the bell jar, and kept there 
four or five seconds, On removal it is found com- 
letely discharged. But that this discharge is dueto a 
ayer of water formed by condensation on the inserted 
jar, and superficial conduction by this layer, appears 
if the jar, before charging, be passed several times 
through the flame, so as to heat it. to about 100° C. 
Repeating the experiment, the jar then suffers no 
apparent loss by remaining five seconds in the moist 
air ; on withdrawal it will give a spark as long as when 
not submitted to the moisture. 
insulating surface prevents the condensation that 
occurred in the other case. | 


Tue aldermen of New York have passed over the 
mayor’s veto, the Ordinance giving the Edison Electric 


Lighting Company permission to lay tubes in the streets. — 


The company will proceed immediately to introduce its 
new electric lamps in the offices in the business portion 
of the city around Wall Street. Wires have already 
The Company will 
compete with the gas companies by charging the same 
rates. If the latter reduce, the Edison Company will 


__ also reduce, and, it is stated, are prepared to go lower 
than the gas companies can. | 


MEsses. WILSON AND CAMMÉLL, of Dronfield, are 
their extensive steel 
and iron works with the electric light. 


M. D'ABADIE gives an account of an instance of 
lightning unattended with thunder, which he witnessed 
in Africa, December 1, 1845. A mist, which filled a 
little valley close at. hand, was illuminated by a sheet 
of flame, fainter at its margins and not extending to 
its utmost limits.—Comptes Rendus. _ . | 


ON THE VOLTAIC CONDUCTIVITY oF HEATED 
Gases.—M. R. Blondlot.—Gases are generally con- 
sidered incapable of transmitting the current furnished 
by a battery of several elements, except when raised to 
redness, as observed by M. E. Becquerel (Annales de 
Chimie et de Physique, ser. iii., vol. 39, p. 355). The 
accuracy of Becquerel’s experiments has been called in 
question, and the author has, therefore, re-examined 
the entire question. He has demonstrated that gases 
become conductive at temperatures much below red- 
ness, even at 60—70° C. Any agitation of the air 
prevents the manifestation of the phenomenon.— 
Comptes Rendus. 


On THE INTERNAL DISCHARGES OF ELECTRIC 
ConpENSERS.—By M. E. Villari—On discharging a 
strongly charged battery there is produced in its 
interior a characteristic sound. The glass of the jars 
on the margin of the coatings is brightly illumi- 
nated, and there is a disengagement of heat, as 
shown by the insertion of a suitably arranged air 
thermometer. There is consequently, in addition to 


the ordinary external discharge of the jar, another in - 


its interior, which takes place along the sides of the 
condenser where not coated. The author has arrived 


at the following conclusions :—The heat developed by © 


the internal discharge may be neglected in case of 
slight discharges, but beyond certain limits it becomes 
manifest and increases very rapidly with their strength; 
thus the first means of augmenting the internal heat is 
to make use of jars charged toa very high potential. 
The internal discharge is sensibly increased if the 
external spark is taken between two small balls, of 20 
to 30 millimetres in diameter, and it is lessened by 
nearly one-half if the spark strikes between one of the 
balls and a point. The internal discharge is augmented 


The hot state of the 
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for one and the same charge if we diminish the internal 
coating of the jar, and it is lessened if the coating is 
increased. The internal discharge diminishes to zero 
if the resistance of the exterior circuit is much in- 
creased. It is, other things being equal, a little 
stronger if the internal coating consists of mercury. 
—Comptes Rendus. | 


AT a meeting of the Royal. Society of Edinburgh, 
held on the 18th ult,, Sir William Thomsos, on 
taking the chair, congratulated the society on the 
presence of Professor Helmholtz among them, and 
said he had the still greater pleasure of announcing 
that the Professor had agreed to give them a paper 
that evening. Professor Helmholtz, who was received 


with applause, stated to the society the results of cer- 


tain later experiments which he had made in working 


out his theory of electrolytic convection—experiments 
which, he said, had succeeded better than his former 


ones had done. He had entered upon his experiments 
on account of certain objections that had been made 
to Faraday’s electrolytic law, in connection with experi- 
ments which showed that a very feeble galvanic current 


could be kept up by moderate electromotive force 


between platinum plates dipped in a slightly acidu- 


_ lated solution, even if the electromotive force of the 


battery was not sufficient to decompose water. Hehad 


found in his earlier experiments that the only effect of . 


the current was to absorb oxygen given off from the 
atmosphere, and to form a new portion of water, and 
that the whole electrolytic effect was not to decom- 
pose water and to produce a new quantity of elements 
—hydrogen and oxygen—but only that on the surface 
of one plate of platinum oxygen was collected and 


taken away from the surface of the other; he had, — 


therefore, called these currents electrolytic convection. 
It was not really a decomposition, but only a transport 
of one of the products of electrolytic decomposition 
from one plate to another. In his later experiments he 
had got rid of the atmospheric oxygen by inclosing the 
whole electrolytic fluid in a solid glass vessel. Asa 


_- result, he had found that with the smallest electro- 


motive force, down to the one-hundredth or one- 


thousandth of a Daniell’s cell, there was no trace of a 


continuous current passing through the voltameter, 
but a strong deflection fora moment, which, after some 
oscillations of the magnet became zero, although the 
electromotive force was still acting. If the circuit was 
broken, a contrary current of the same duration as the 
direct was observed, Sir William Thomson, in speak- 


ing on the paper, stated that Professor Helmholtz’s © 


theory of electrolytic convection formed quite an erain 
electrolytic chemistry. A communication was after- 
wards read by Prof, Blyth ‘ On the Causes of Sounds 
produced in an Ordinary Microphone Receiver.” For 
simplicity it was assumed that what takes place at the 


receiving end when sounds are reproduced is mere 


make and break. When two carbon points touch each 
other we may consider them as two fine wires. A 
spiral of platinum wire through which a current could 
be sent was inclosed in a tin box. When an inter- 
rupted current was sent through the wire the sounds 
from a tuning-fork were heard coming from the box. 


Mr. Preece (TELEGRAPHIC JOURNAL, vol. viii., p. 205) 


suggests that wires conveying currents are heated and 
cooled, and as the variations in the strength of the 
current are small compared with the strength of the 
current itself, the expansion and contraction vary in 
the same ratio as the condensation and rarefaction of 
the air particles conveying the sonorous vibrations, 
If the air contracts and expands, its volume will be 
made bigger and less. If the volume is actually made 
bigger and less the volume as a gas will as a whole 
be made less or more, To find if there was expan- 


the first number the names of MM. A. 


sion and contraction coal gas was allowed to enter a 


receiver, and by means of a small jetand revolving mirror 
the action of the current on the flame when the tunino- 
fork was set in action was observed. Not the slightest 
up and down movement of the flame could be detected, 
the flame being continuous, whether joined up or not, 
The action in water was next tried. The soundsof the 
tuning-fork were distinctly heard, but mixed up witha 
little hissing noise. The water, however, could not be 
seen moving; there was a slight elevation of the water, 
due to the heating of the wire going through it, 
Mercury was afterwards tried, When an interrupted 
current was sent the sounds could be heard, but accom. 
panied by dull sounds, A source of fallacy suggested 
itself here, and Prof. Blyth constructed a telephone 
in the stem of which a cylindrical hole of one inch 
diameter is cut. The diaphragm is of tin. In the 
centre of the diaphragm there is a copper wire, which 
dips in mercury. The mouthpiece is of the ordinary 
pattern. When an interrupted current was sent, the 
diaphragm works up and down, and the sounds are 
perfectly heard. Whether or not the sounds produced 
in a microphonic receiver are due to condensation and 
rarefactions, it was impossible to discover any 
increase of volume. | dé 


A puBLic meeting has been held at Lerwick to 
protest against the Postmaster-general’s refusal to give 
direct telegraphic communication with the mainland, 
An influential deputation has been sent to London to 
make further representations and urge a reconsidera- 
tion of the decision. | 


GREENOCK steamboat quay has been lighted experi. 
mentally by electricity—four lamps are used. The 
result is entirely satisfactory. 


FRANCE has now three electrical periodicals, a new 
one having appeared during the last month under the 
title of L’Electricien. We notice among the writers in 
iaudet, Gaston 
Tissandier, E, Mercadier, C. M. Gariel, Dr. de Cyon, 
and also that of M. Hospitalier, The latter occupies 
the position of secrétaire dela rédaction. Itisintended 
that the paper shall be published on the ist and 15th 
of each month. The price per copy is one franc, 


AT a meeting of the London Gas Light Company 
held on the 13th ult., Mr. Robert Rawlinson, one of the 
directors, expressed his belief that the movement as to 
the electric light would put gas manufacturers on their 
mettle, and make them produce the. article of the best 
quality, and to see that the best fittings were used. 
There ought to be no jealousy between the companies 
and the consumers, It must be borne in mind that the 
electric light was useful for certain purposes. He was 
not so ignorant or so prejudiced as to believe that it 
would go backward; on the contrary, he thought it 
probable that the electric light would accomplish con- 


siderably more than they had yet seen; but, at the same 


time, he did.not believe that it would seriously interfere 


with the profits of gas making if gas makers were true 
to their own interests. : 


HERR FRIEDRICH SIEMENS, of Dresden, has devised 
a gas-burner of remarkable intensity. He maintains a 
high temperature by introducing air previously heated 
by the waste heat of combustion. A burner of 500 
candle-power has been produced, and it is stated the 
quantity of gas used is small. Seeing that combustion 
is quickened by hot air, we cannot understand this.— 
Atheneum, | | | 
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_ SHEETS numerously signed of the national petition in 
favour of telegraphic communication between the light- 
ships around our coasts and the shore have been for- 
warded to Mr. Hobbs, of Ramsgate, by the Mayor of 
Gateshead and other gentlemen in various parts of the 
kingdom, In a pamphlet addressed by the philan- 
thropic promoters of this reform to mayors, yacht and 
sailing clubs, and persons interested in mercantile pur- 
suits, attention is directed to the loss of the Zndian 
Chief on the Long Sand, when only eleven lives were 
saved out of twenty-nine; to the recent wreck of the 
Dutch fishing smack on the same spot; when only one 
out of seven was saved; and to the fatal loss of the 
Nymphea on the Sunk Sands with all hands. These 
instances are considered to be striking proofs of the 
importance of this movement. In the second case the 


one sailor saved had been clinging to the mast for 


nearly four days. 


Mr. J. SLATER on Monday, the 2sth ult., read, before 
the Institute of British Architects, a paper on the sub- 


ject of “ Electric Lighting as applied to Public Build- 


ings.” 


ACCORDING to a report from Vienna the first step 
towards the practical application of the invention of 
telephones has at last been made in the Austrian 
capital, The Vienna Local Telegraph Company has 
applied for and has been granted a concession to estab- 
lish telephonic communication in the city. 
the privilege the Government has made two condi- 
tions—firstly, that the subscription should be as low as 
possible ; and secondly, that telephonic communication 
should in certain cases come under control, as is the 
case with telegraphic communication. The first con- 
dition has been fulfilled already by the company intend- 
ing to limit the amount of subscription to from 100 to 

140 florins a year. | | 


M.J.B. Dumas, thedistinguished savant, gavea lecture 
recently in Paris to the National Industry Encourage- 
ment Society on the experiments of M. Camille Faure 
and M. Reynier for rendering electricity portable. 
They claimed to have solved the problem of storing up 
electricity in a reservoir so as to transport it and 
employ it for illuminating or other purposes, and M. 
Dumas spoke very highly of their investigations, 


ON THE CONSTRUCTION OF PHOTOPHONIC SELENIUM. 


RECEIVERS.—By M. E. Mercadier—These receivers are 
formed by taking two bands of brass, L millimetre in 
thickness, o‘or metre in width, and varying from 4 to 5 
metres, They are separated by two bands of parchment 
paper of abouto’rs millimetre in thickness. The whole 


is rolled up in a spiral as tightly as possible, and fastened ~ 


by means of two pieces of wood held by two screws. 
The two surfaces are smoothed off with the file. The 
apparatus is heated in a sand-bath, or on a thick sheet 
of copper placed above a Bunsen burner, to the point 
at which selenium begins to melt. A stick of selenium 
is then rubbed over the surface, forming a layer, as 
thin as possible, of the characteristic slatey tint men- 
tioned by G. Bell. These receivers are continuous, 
and their construction is extremely easy. They may be 
polished with the file, and any defect is very easily 
repaired. They may be made with a very small sur- 
face, which permits them to be readily placed in a 
complex apparatus. They have the same properties 
as the ordinary discontinuous receivers, plane or 
cylindrical. The surfaces may be preserved by cover- 
ing them with a sheet of mica, or more simply by 
giving them a coat of lac varnish. They may havea 
very variable resistance, from 8,000 to 10,000 ohms up 


In granting 


to 200,000, without their ceasing to act well. Hence 
results the possibility of placing in their circuit, which 
contains the battery, a sufficiently large number of 
telephonic receivers, the resistance of which may, 
without inconvenience, reach up to 200 ohms, which 
enables the photophonic effects to be heard by a great 
number of persons at once. One of these receivers, of 
7 centimetres surface, gives in a Gower telephone of 
235 ohms resistance, sounds which can be heard at 
the distance of two or three metres.—Comptes Rendus. 


M. A. TRÉCUL in a communication to the Paris 
Academy of Sciences, describes a curious. electri 

phenomena which he witnessed August 25, 1880. A 
very. brilliant luminous body of a pale yellow colour, 
almost white, issued from a dark cloud. It had a well. | 
defined outline and was of a longish form with conical 
ends. It disappeared almost instantly, re-entering the 


| cloud, but left behind it a small portion of its substance 


which fell vertically, like a heavy body, as if under 
the sole influence of gravitation, leaving behind it a 
luminous train, and finally breaking up into fragments. 
No sound was heard either at the moment of its 
departure or of its division.—Comptes Rendus. 


On CAUSES WHICH INTERFERE WITH TELEPHONIC 
TRANSMISSION.—M. A, Gaiffe.-—Having remarked that 
telephones transmit along with speech sounds of an 
unknown origin, the author has undertaken experi- 
ments in order to find out if the causes of these sounds 
are not those which oppose telephonic communication 
at great distances. To eliminate all possible sources of 
error, the following arrangement was adopted. A line 
of 20 metres was laid on the floor of several rooms, 
all the doors of communication ‘being closed. It was 
connected at one end to a pair of telephones by means 
of flexible conductors, designed to arrest sounds which 
might communicate themselves mechanically along 
the metal to the telephones. The circuit was com- 
pleted between these conductors by another flexible 
wire, on the path of which was an interruption-pedal, 
rendering it possible to cut the circuit without changing 
at all the nature of the communications between the 
line and the telephones, and to prove that the sounds | 
heard had an electric origin. The operator acted at 
the other end of the line which was not connected, | 
directly or by induction, with any electric generator. 
He observed that the current produced by the friction. 
of two wires of the same kind or of different kinds 
and that produced by closing a pressure screw were 
heard in the telephones. It is easily understood that 
when. suspended, telegraph wires serve for telephonic 
transmission; this cause may occasion much trouble, 
since these lines are formed of pieces of iron wire 
connected to each other and to the stretchers by 
ligatures, more or less perfect, which are in a state 
of constant agitation. But this cause of failure may 
be removed by soldering the wires instead of tying 
them. Unfortunately, there is another cause: the 
currents due to the influence of the vibrations them- 
selves, To verify this hypothesis, the author placed 
in the circuit, at the end opposite the telephones, a 
rod of iron 1°50 metre in length, and connected to the 
system by supple conductors, This rod was struck 
sometimes tranversely and sometimes longitudinally 
with ahammer. The sounds occasioned by the blows 
were distinctly reproduced by the, telephones with their 
peculiar characters. This experiment, if repeated with 
copper or brass rods, gave merely negative results. It 
seems that the phenomenon is only produced as an 
effect of the vibrations occasioned in the wire. Future 
experiments must decide whether it is due to a mole- 
cular change which the metal undergoes or to a 
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peculiar action. If, as it is probable, the vibrations 
caused by the wind act upon the lines of iron wires 
like the blows upon a rod, it appears difficult to 
correspond at great distances with the existing means 
cf transmission, till a method has been found of 
causing the telephones to speak by the aid of electric 
action so powerful that the currents arising in the 
line itself cease to be an appreciable cause of 
disturbance, | 


AT the meeting of the Société de Physique, March 


18th, M. Baillehache exhibited a printing telegraph. — 


The manipulator is an inverter, each letter being suc- 
cessively produced by a positive or negative current, 
and the impression is effected by the interruption of 
the current on a band of cloth, which advances by the 
space of one letter when the current is re-established 
by the transmission of the following letters. With this 
pe the Crédit Lyonnais sends daily the course 
of the Stock Exchange simultaneously to its seventeen 
branch offices at present in activity. , 

- MEETING, APRIL 1st.—M. Mercadier exhibited the 
results of his researches on radiophony produced by 


means of selenium. M. Mascart exhibited a registering | 


electrometer and a magnetometer. M. de Mersanne 
exhibited a voltaic arc electric lamp, moved by clock- 
work and fitted to serve fora longtime. The system is 


arranged for alternative currents, and the regulation is 


obtained by means of a derivation coil and an electro- 
magnet, which keeps the arc constant by reacting on 


the clock movement which governs the advance of the . 


carbens.—L’Electricien. 


On March 3oth experiments were made in the hall 
of the Athenæum in order to show that the electric 
light, especially on Werdermann’s system, is easily 
adapted to all the requirements of theatres,—L’Elec- 
tricien. 

THE Economy OF THE ELECTRIC Licut.—By M. 
A. VANDERPOL.—On a circuit of Siemens machines 
with alternating currents (hitherto these lamps have 


only been constructed to work with currents of this — 


kind, though they could give the same results with 
continuous currents) as many as twenty luminous 
foci have been placed, though practically the number 
of ten is not exceeded. A current which commonly 


serves for four Jablochkoff candles may supply seven 
or eight Siemens lamps of equal intensity. When in 


one and the same circuit the number of lights is 
increased, for instance, to nine or ten, the intensity of 
each is diminished, though the total yield of light is 
increased, The motive force exerted is also increased. 
Whilst we must allow at least one horse-power for 
Jablochkoff candle, the force necessary for a Siemens 
burner is half a horse-power. As to the question of 
expense, the author shows that the carbons used in the 
Siemens lamps are 10 millimetres in diameter and 20 
centimetres in length, which, taking account of waste, 
gives an hourlyexpense per light of 12 to 15 centimes, 
and gives light for 5 to 6 hours. The luminous 
intensity, according to the number of lamps, is = 25 
to 50 gas jets, and averages= 35. Taking account of 
first cost of the plant, and calculating 600 hours of 
light yearly, the expense, including the motive power, 
is about 33 centimes per hour. But 33 centimes is the 
cost of 8 gas jets, not including the interest on first 
outlay. In most workshops it is possible to substitute 
one electric lamp of this intensity for 8 gas jets. This 
is, therefore, the present state of the question: the 
electric lamp gives four times more light for an equal 
expense.—Le Technologiste. 


SASSERATH’S IMPROVEMENTS IN TELEPHONES.—The 
author (German patent, No. 11,477) uses instead of 


a metallic membrane one of mica, wood, or other non. 
conductive matter, which he connects with the inner 
pole of a horse-shoe magnet, terminatingin a metallic 
tongue, by means of an interposed cube of caoutchouc. 
This cube is fixed in the centre of the membrane, and 
transfers the vibrations of the latter to the metallic 
tongue. The other pole of the magnet is provided 
with a wire coil, the nucleus of which is prolonged up 
to the metal tongue, so that both poles are within the 
magnetic field. If the membrane of the transmitter 


is set in vibration, such vibrations are communicated © 


to the metal tongue, and according to the extent or 
strength of its vibrations the magnetic force and the 
strength of the induction current vary. These fluctua- 
tions in the strength of the current produce in the 
receiving telephone a corresponding variation in the 
strength of the magnetism in the coil, and the tongue 
and membrane of the receiving apparatus are 
thrown into corresponding vibrations and reproduce 
the sounds uttered. The pressure of the caoutchouc 
cube upon the membrane is regulated by a screw 


acting upon the magnet, in opposition to which | 


a spring tends to withdraw the magnet from the 
membrane.—BElectrotech, Zeitschrift. 


LEHMANN'S TELEPHONIC APPARATUS. — (German 
patent, No. 11,595.)—This invention is based upon 
the fact that a carbonaceous or metallic powder in 
a loose condition is almost a non-conductor of elec- 
tricity if the latter is not of strong tension, whilst in 
a compressed or at least strongly compacted state it 
becomes a relatively good conductor. The patentee 
constructs an apparatus to increase the action of sound 
in the telephone. He utilises this property of such 
powders by inclosing them in elastic receptacles and 
introducing them along with a common telephone into 
the circuit of a battery in the following manner :—To 
the centre point of the membrane of a telephone there 
is soldered, pointing downwards and exactly vertical 
to its plane, a well-polished steel needle, tapering off in 


an accurately conical manner. ‘The point of this needle: 


pierces a stopper of soft caoutchouc as near as possible 
to the membrane, and containing in a cavity, opening 
downwards, a powder of charcoal and silver, containing 


about 75 per cent. of carbon and 25 of silver, This — 


stopper is inclosed in a brass case, which allows it a 
certain room for expansion and which is closed from 
below by a brass screw, the conical end of which pro- 
jects into the powder and exerts a certain pressure 
upon it. This screw is connected with one of the 
polar wires, while the other is connected with the 
metallic membrane. When the latter vibrates, the 
needle penetrates alternately into the powder and is 
drawn back, alternately compressing and loosening it. 
In this manner the inventor seeks to effect a rapid 
alternation in the conductivity of the powder corres- 
ponding to the vibrations of the membrane, and thus 


to produce variations in the strength of the current, — 


which are to produce an exact reproduction of the 


sounds in the receiving apparatus.— Electro-techn. 
Zeitschrift. 


IN a paper recently read by M. Bartelous before the 


scientific section of the Syndical Union of Brussels, it 
was stated, on the evidence of statistics, that with the 
most perfected systems serious fires were reduced to 4 
per cent. ; with systems of telegraph lines, but without 
alarms, they still reached 17 per cent. ; while without 


telegraph offices they reached 27 per cent. M. Bartelous 


recommended that the telegraph offices now open be 
authorised to transmit alarms of fire free of cost to the 


sender, and that this use of the offices be indicated by 
placards, 
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Ar the close of the year 1880 the lengths of tele- 

aph lines in various parts of the world were as 
follows: United States, 171,103 miles; Russia, 56,170 
miles; Germany, 41,431; France, 36,970; Austria- 
Hungary, 30,403; Australia, 26,842; Great Britain, 
23,156; British India, 18,209; Turkey, 17,085; and 
Italy, 15,864. 


THE summer course of the Technical Science Classes 
of the City and Guilds of London Institute will com- 
mence in May, The course will include ‘ Electrical 
Instrument Making,” introductory and advanced, and 
the “Electric Light,” by Professor Ayrton. The fol- 
lowing are the subjects dealt with :— 


ELECTRICAL INSTRUMENT MAKING. INTRODUCTORY 

CoursE.—Construction of Statical Electrical Apparatus. 
—Meaning of an electrified body, conduction, insulation. 
_ Leakage through the insulating material, surface leak- 
age, laws of. Leakage in artifically dried spaces, modes 
of effecting such artificial drying. Insulating sup- 
ports, how they are usually made, their faults, how 
they should be made. Positive and negative electricity. 
Equal quantities of the two kinds always produced 
simultaneously. Quantity and density of electricity, 
mode of measuring. Induction, Electroscopes, ordinary 
method of constructing, faults usually existing, proper 
method of constructing. Electric potential, analogy 
with level or pressure. Electroscopes indicate differ- 
ences of potential. Electromotive force. Density varies 
over a conductor, potential remains constant. Amount 
of work stored up in a charged body. Electric capacity, 
measurement of ; Leyden jars. Specific inductive capa- 
city, measurement of; condensers, practical detail of 
construction, Effect of time-of-charging on the capa- 
city of a condenser, Absorption of charge, residual 
charge. Leakage from a Leyden jar, how to reduce to 
a minimum, resistance of. different substances to con- 
duction or to disruptive discharge. Production of 
electricity. . Frictional machines, theory of their con- 
struction, usual defects, how some of the defects may 
be remedied. Source of energy in the so-called 
frictional production of electricity. Induction machines, 
Varley’s, Thomson’s, Holtz’s, Toepler’s; details of 
construction, mode of using, superiority to frictional 
machines. Electricity produced by a machine com- 
pared with that produced by a voltaic cell. Ælectro- 
meters measure difference of potentials. Peltier’s, 
Bohnenberger’s and Thomson’s electrometers; details 
of construction, possible improvements in construction. 
Absolute, portable, and long range electrometers. Use 
of high electromotive force machines for telegraphy, 
cause of failure. Possible future employment of the 
Holtz machine for the electric transmission of power 
to long distances. Insulation of gases at various 
pressures, Practical use of results, &c. 


ELECTRICAL INSTRUMENT MAKING. ADVANCED 
CoursE.— Resistance Coils.—Resistance of a wire 
depends on its length, diameter, material, purity, 
hardness, temperature, age, &c. Choice of material 
and size of wire, Winding coils, insulation of; proper 
method to insulate ends, Testing coils; temperature 
corrections. Variation of temperature, correction in 
different parts of the same coil of wire. Permanency 
of resisting power; annealing by time; artificial an- 
nealing of finished coils. Baking coils: Exterior of 
coil-box ; objection to highly-polished ebonite; insula- 
tion of. Suitablecoils to form a set. Plugs, revolving 
arms, slides. Thomson’s and Varley’s sliding coils, 
principle of; construction of circular forms. Standard 
coils, the ohm, connection with the theoretical standard, 
construction and testing of. Defect in standard coils 
as commonly made. Hermetically-sealed coils. Method 
of constructing cheap accurate resistance coils; coils 


_Crompton’s, &c. 


for very strong currents such as are produced by 


_ dynamo-electric machines, &c. 


Condensers.—Construction of ; materials employed. 
Necessity of drying the insulating compounds. : Injury 
done by overheating a dielectric. Modes of purifying 
paraffin, shell-lac, &c. Capacity of acondenser depends 
on the area of the conducting coatings, the thickness, 
nature and temperature of the dielectric. Practical 
methods of measuring the capacity and insulation of 
condensers, Adjustment of capacity. Effect of residual 
charge, how to diminish. Manufacture of condensers 
to be used with very high electromotive forces. 
Absolute condensers with calculable capacity, construc- 
tion and practical use of, &c. Artificial cables, use 
and construction of. Tests of capacity; insulation of 
the dielectric, and resistance of the conductor. How 
to adjust each. Outside of condenser boxes; proper 
mode of making the terminals, &c. | 

Induction Coils.—Fundamental principle of, Use of 
iron wire core, Time of magnetising and demagnetising 
of iron. Quantities of electricity induced on making 
and breaking the primary circuit equal to one another, 
but the electromotive forces of the two induced currents 
very unequal, ° Proper resistance to give to the primary 
and to the secondary coils. Mode of winding the wire 
to ‘secure high insulation, and to obtain maximum 
effect; shape of coils; actual results obtained with 
ring-shaped core. Contact makers; usual forms 


modes of varying speed of making and breaking the | 


circuit. Improvements that can be effected by using 


automatic current reversers.. Use of condenser with 
primary circuit, and with secondary circuit. 


Experi- 
mental determination of the efficiency of induction 
coils. Employment of induction coils in electric 
lighting, and in chronographs for measuring ve 
small intervals of time. Duration of the spar 
discharge. 
Telephones.—Principle of small recurrent effects, 
Early forms of telephones. Improvements introduced 
by Bell. Dead-beat effects produced by lightness and 
rigidity of iron membrane, Reason for using a flat coil 


_-wire. Edison’s telephone, use of induction coil, details 
of construction. Ader’s simple wire telephone, principle 


of. Gower-Bell telephone, construction of the horse- 
shoe permanent magnet, and kind of steel employed. 
Hughes’ induction balance, theory of its action ;. mode 
of construction. Connection of its indications with the 
resistance and self-induction of the substance experi- 
mented on. 


_ Tue Evectric Light.—Heat produced by an elec- 
tric current. Meaning of an electric current and the 
direction of flow. Current proportional to chemical 
decomposition. Electromotive force. Ohm’s law. 
Analogy, and want of analogy of an electric current 
with a stream of water. Heat produced when a 
resistance or an electromotive force is overcome, 

The Electric Arc.—Temperature very great, and yet 
heating of surrounding space small, reason of this. 
The electric light, and electric furnace, reason of present 
economy compared with former want of economy. 
Resistance of arc, opposing electromotive force set up 
in the arc. Dead-beat absolute galvanometers for 
measuring strong currents. Horse-power expended in 
the arc. Measurement of light. Photometers, Bunsen’s, 
Ayrton and Perry’s, &c. ‘ Arc horse-power measurer.” 
Amount of light per horse-power expended in the arc 
for different currents, thicknesses of carbons, and length 
of arc, &c. Electric lamps, principles of the more 
important, Foucault’s, Serrin’s, Duboscq's, Siemens’, 
Electric candles,: Werdermann’s, 
Jablochkoff’s. Efficiency of the various kinds. Vacuum 
lamps, Edison’s, Swan’s, Lane Fox’s. Life of vacuum 
lamps. Current and electromotive force necessary to 
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maintain a given conductor at a given temperature. 
Relative economy of lighting by the arc and by 
incandescence. Combination of the two methods. 
Carbons, manufacture of, and resistance of different 
kinds. English patents regarding electric lighting. 
Generators of electric currents; batteries, description 
of the more important and their defects. Great 
efficiency of constant batteries. High price per pound 
of fuel consumed, Direction in which improvements 
may be looked for in batteries. Magneto and dynamo- 
electric machines, fundamental principles of the more 
important, Wilde’s, Holmes’s, Siemens’, Gramme’s, 
Lontin’s, &c. Constant current, improvements to be 
made in the commutators, reverse current producers. 
Measurement of efficiency of current generators, force 
dynamometers, Alteneck’s, Ayrton and Perry’s; actual 
results practically obtained. Connection between the 
electromotive force set up, the current generated, the 


resistance in circuit and the speed. How the results 
are effected by using a separate exciter. Coercitive | 


force of the revolving iron armature. Saturation of 


inducing magnets, direction in which improvements — 


may be looked for in magneto and dynamo-electric 
machines. Proper employment of the electric light, 
possibility of subdivision. English patents regarding 
dynamo and magneto-electric machines, 

It is a matter of importance that it should be known 
that the above exhaustive course is open for an almost 
nominal fee to female as well as to male students, 


ON THE CHANGE OF VOLUME WHICH ACCOMPANIES 
THE GALVANIC DEPOSITION OF A METAL.—By M. E. 
Bouty.—In previous notes I have established, 1st, that 
the galvanic depositions experience a change of volume, 
from which there results a pressure exercised on the 
mould which receives them; 2nd, that the Peltier 
phenomenon is produced at the surface of contact of 
an electrode and of an electrolyte. Fresh observations 
have caused me to believe that the two phenomena 
are connected, and that the first is a consequence of 
the second. The Peltier effect can clearly be proved 


when the electrolysis is not interfered with by energetic | 


secondary actions, and particularly with the sulphate 
and nitrate of copper, the sulphate and chloride of zinc, 
and the sulphate and chloride of cadmium. For any 
one of these salts it is possible to determine a value, 1, 
of the intensity of the current which produces the 
metallic deposit such that, for all the higher intensities 
the electrode becomes heated, and such that it becomes 
cold for less intensities. I will designate this intensity, 
1, under the name of neutral point of temperatures. — 

_ The new fact which I have observed is, that in the 
electrolysis of the same salts it is always possibleto lower 
the intensity of the current below alimit, 1’,such that the 
compression produced by the deposit changes its 
direction, that is to say, instead of contracting the 
metal dilates in solidifying. This change, although 
unquestionable, is sufficiently difficult to produce with 
sulphate of copper. It is necessary to employ as a 
negative electrode a thermometer sensitive to 53th of 
a degree, and to take most careful precautions to avoid 
accidental deformations of the deposit; but the phe- 
nomenon can be observed very easily with nitrate of 
copper, the sulphate of zinc, and the chloride of 
cadmium. There is, therefore, a neutral point of com- 
pression in the same cases where there is a neutral 
point of temperatures. With the salts of iron, nickel, 
&c., for which the neutral point of temperatures can- 
not be arrived at, there is also no neutral point of 
compression; and the negative electrode always 
becomes heated, and the deposit obtained is always a 
compressing deposit. | 

_I have determined, by the help of observations made 


with ten different current strengths, the constants of 
the formulæ which I have explained elsewhere, and 
which gives the apparent excess, y, of the thermometer 
electrode compressed by the metallic deposit in terms 
of the time, ¢, during which the metal was depositing: 


At 
(1) 


* 


The constant, A, is proportional to the variation of | 
volume ofthe unit of volume of the metal. ‘Fhe values 
of A, without being exactly regular, are sufficiently well 
represented within practical limits by the formula: 


A=—ai + 
of the same form as the expression E: 
cm 


of the heating of the thermometer electrode. Further, 
every cause which affects the coefficients, a or 3, also 
affects in the same way a’ and 0’: such causes being 
the greater or less dilution of the solution, the nature 
of the salt, &c. It is therefore impossible not to — 
be struck by the direct relation of the thermic and 
mechanical phenomena of which the negative elec- 
trode is the origin. The following is the explana- 
tion which I offer: The thermometer indicates the 
mean temperature of the liquid just outside it; this 
temperature is not necessarily that of the metal which 
incloses it, The current, propagated almost exclu. 
sively by the molecules of the decomposed salt, does 
not act directly to cause a variation in the temperature 
of the dissolving molecules ; these change heat with 
the molecules of the electrolyte, which should be in 
general hotter than those, when a heating is noticed 
and colder when a cooling is observed. Suppose it is 
found, in the first case, that the metal, at the moment 
when it is deposited, is hotter than the liquid, and, 
consequently, than the thermometer ; it becomes colder 
immediately after the deposit, and consequently con- 
tracts; the deposit is compressed, The reverse is the 
case when the metal is colder than the liquid; the 


' deposit then dilates, If this hypothesis is correct, the 


excess, T, of the temperature of the metal over the liquid 
which surrounds the thermometer should be propor- 
tional to the contraction, a, represented by the formula 
(2), and the neutral point, 1’, of the contraction corre- 
sponds to the case where the temperature of the metal 
is precisely equal to that of the liquid, | 

It might be expected, perhaps, from the foregoing, 
that 1 = 1; this would take place if the excess of tem- 
perature of the metal, measured by the contraction, 
were rigorously proportional to the heating of the 
liquid, for then the two quantities would be null at the 
same time. Careful experiment proves that this is not 
the case, The sulphate of copper gives compressing de- 
posits on a thermometer which is undoubtedly cooling; 
chloride of zinc of a density 200 can give expanding 
deposits.on a thermometer which is heating. There is, 
therefore, no proportionality ; but it must be remarked 
that the temperature of the metal which is deposited 
does not depend only on the quantities of heat dis+ 
engaged in an interval of molecular thickness which 
is infinitely small compared with the thickness of the 
layer, of which the variations of temperature are 
registered by the thermometer. There is nothing 
surprising, therefore, that the two variations of tem- 
perature, according exactly with one another, do not 
follow identically the same laws.—Comptes Rendus. © 
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Patents—1881. 


1550. “ Means for protecting magnetic needles from 
local attraction.” J.S. GISBORNE. Dated April 9. 
1577. ‘‘ Improvements in electric telegraphs, parts 
of which improvements are also applicable to other 
similar purposes.” J. Hopkinson and A. MuIRHEAD. 
Dated April 11. | “ | 
1506. ‘‘ Electric lamps.” A. W. Reppie. (Com- 
 municated by H. Sedlaczek and F. Wiknlill.) Dated 
1613. “Improvements in electrical signalling and 
tell-tale apparatus, chiefly designed for the use and 
supervision of watchmen.” W.R. Lake. (Communi- 
cated by J. T. Campbell.) Dated April 13. | 
’ 1624. “ Electric telegraphs.” A. MuIRHEAD and H. 
A. C. SAUNDERS. Dated April 13. on 
1630. “Improvements in the treatment of ores and 
compounds containing metals for the separation of the 
metals therefrom, and the production of electricity and 
in the apparatus employed therein, and the mode or 
means of regenerating the agents employed in such 
treatment.” J. H. JoHNson. (Communicated by N. 
E, Reynier.) Dated April 13. | 


ABSTRACTS OF PUBLISHED 
 SPECIFICATIONS, 1880. 


3324 ‘Electric machines.” CHARLES GODFREY 
GümPEL. Dated August 16. 2d. Relates to the 
construction of dynamo-electric and magneto-electric 
machines for producing electric currents, or of electro- 
dynamic machines for conversion of electricity into 
motive power, and consists chiefly in a special form of 
rotating armature and a special manner of winding 
upon it the insulated wire. (Provisional only.) 


3473. ‘‘ Apparatus for transmitting and receiving 
signals.” ARTHUR FRENCH St. GEORGE. Dated 
August 27. 10d. Relates to novel methods of ar- 
rangement of apparatus to be used for the purpose of 
acoustical telegraphy by means of electricity, and it 
has for its objects the attainment of greater simplicity 
and efficiency than in apparatus for similar purposes of 
the kind ordinarily heretofore constructed and used. 
a is a metallic bar surrounded with an internal coil, 3, 
and an external coil, c, of insulated wire; dis a vibrat- 
ting diaphragm; e is the main line wire, through 
which the current is transmitted round the external 
coil, e, by any suitable form of transmitting apparatus, 
f, in any desired part of the circuit, the current then 
passing by the wire, g, back’ through the earth or 
through a return wire; k is a resistance apparatus, the 
amount of resistance of which can be varied and ad- 
, Justed as desired, which is placed in the circuit of the 
inner coil, 6. &is a condenser arranged so that the 
current through the inner coil, c, may be made to pass 
as desired to it, or through the resistance coil, 4. The 
disturbing currents induced in the main line, and 
which it is desired to suppress or neutralise, pass 
through the outer coil of the receiving telephone and 


_ induce corresponding currents in the inner coil, These 


induced currents produced as described in the inner 
coil pass in a direction opposite and opposed to that of 
the currents passing through the outer coil. ._— 

By this means and by suitably adjusting the variable 
resistance apparatus a;certain point can be attained at 
which the disturbing currents are to a certain extent 
Suppressed or neutralised by the opposing action upon 
the metallic bar or core, caused by the opposing cur- 


rents in the two coils surrounding such bar or.core, 
and which bar or core actuates the diaphragm, and 
consequently the objectionable noises are neutralised. 
The condenser shown at & is not specially necessary 
for neutralising ‘ induction ” noises, but it is found to 
be necessary for the efficient working of the apparatus 


_ upon long lines of any considerable inductive capacity 


> 
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” 


| 


| 
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[a 


| 


or other unfavourable electrical conditions upon which 
retardation of electric currents transmitted is found to 
take place. The object of arranging the condenser in 
connection with the inner coil of the receiving tele- 


phone, as shown, is to cause an electrostatic induction 


between the two coils, b and c, when a current is re- 
ceived in the outer coil, c, from the line, e. © 

3494. “Electric lamps, &c.” . St. GEORGE LANE 
Fox. Dated August 28. 6d. Relates to the lamps 
described in THE TELEGRAPHIC JOURNAL for March 
15, page 97. . 

3505. ‘ Electric. signalling telegraphs, &c.” WIL- 
LIAM CLARK. (A communication from abroad by John 
Van Dussen Reed, of New York.) Dated August 28. 
10d. Relates partly to electric signalling telegraphs 
and partly to indicators for use therewith, which point 
out or display one figure or other character of a series, 
or one character of each of two or more series, and its 
object is to produce a telegraph and indicator which 
can, be operated with extreme rapidity and which shall 


be accurate and reliable, displaying always at the in. 


dicator the figure or character intended without con- — 


_ fusing it with other characters. 


The invention is particularly adapted to fire and 
burglar-alarm telegraphs, and hotel annunciators, and 
to telephones, although applicable also to other forms 
of electric signals. | | 

An electric circuit is formed, which includes a bat- 
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tery, one or more sending stations, and one or more 
receiving stations. This circuit may be normally 
either open or closed. Each sending station is pro- 
vided with mechanism for closing and breaking this 
circuit a certain number of times in rapid succession 
whenever it is operated to send a signal, and each re- 
ceiving station is provided with the indicator herein- 
before referred to, which is controlled in its operation 
by the said circuit, and which is arranged to advance 
one character for each closure and for each break in 
the circuit instead of one for each closure only, as 


heretofore, whereby the speed of transmission of the 


signal is doubled. 


The visual indicator consists essentially of a number — 


of figures or other characters arranged in series, a non- 
intermittently moving part (or one which moves con- 
tinuously from its starting to its stoppage), the extent 
of whose movement determines which of. said cha- 
racters is exposed, and an electro-magnetic stop-device 
which governs the extent of movement of said part, 
and is itself operated by the closures and breaks of the 
circuit, | 

The first closure of the circuit releases the non- 
intermittently moving part, and it commences its 
movement, 

If the first character of the series is to be exposed 
the circuit remains open until said part has traversed 
the required space, when it is intercepted and stopped 
by the stop-device, but if some other character is to be 
exposed the circuit is broken before the moving part 
has traversed said first space, and it may be afterward 
again closed and broken any desired number of times, 
according to which character of the series is to be dis- 
played, the effect of which will be to permit the moving 
part to traverse as many spaces as the total number of 
closurés and breaks in the circuit, and to display the 
corresponding character of the series. The characters 
may be marked upon a stationary surface, and the 
moving part may carry either a pointer to point out 
any one character or a screen which covers all the 
characters, and has an opening through which but one 
at a time may be exposed, or the characters may be 
marked upon the moving part and moved opposite a 
fixed pointer or behind a fixed screen. 


3637. ‘Lighting cities by electricity.” PHILIP 
MIDDLETON JUSTICE. (A communication from abroad 
by Henry Curtis Spalding, of the City of Boston, 
America.) Dated September 7. 6d. 
object the lighting of towns and cities by means of elec- 
tricity with economy, and in such manner as to cast the 
least possible shadows from the buildings. In order 
that a town or city may be proy erly lighted the atmos- 
phere must be flooded with such a quantity of light 
irradiated in many directions as to reduce to a mini- 
mum or practically prevent the casting of shadows; 
this object is accomplished by the employment of 
groups of electric lights, each group consisting of a 
number of lights massed together, supported at a high 
level, say one hundred feet above the houses, by means 
of towers of from 100 to 200 or more feet in height, 
according to the height of the buildings, and by arrang- 
ing the towers in triangular groups of not less than 
three towers, whereby the rays of light cast by the 
electric lights of one tower are caused to cross angularly 
those cast by the remaining towers; each light tower 
supports a reflecting lantern containing electric lights. 


3670. “Regenerating the fluids of galvanic bat- 
teries, &c.” ALEXANDER MELVILLE CLARK. (A 
communication from abroad by Emile Reynier, of 
Paris, France.) Dated September 9. 4d. This in- 
vention consists in a process of regenerating the 
electrolytic fluids of galvanic batteries in which caustic 


Has for its 


soda or potash are employed, and of recovering the zinc 
hydrate which has become dissolved therein, by utilis. 
ing the property of this oxide of being abundantly 
soluble in a concentrated caustic soda or potash lye, 
only slightly soluble in a weak lye, and insoluble in . 
plain water. The process of treating the electrolyte of 
a battery in which caustic soda or potash is employed, 
and which has become charged with zinc hydrate by 
the working of the battery, consists essentially in pre- 
cipitating the oxide of zinc by the addition of water, 
reconcentrating and decarbonating the liquid. The 
insoluble carbonate of zinc which may have been 


formed by the carbonic acid of the air, or by any car. 


bonates that may accidentally be present with the 
caustic alkalies, is separated by decantation. To the 
liquid freed from the insoluble carbonate of zinc are 
added four to eight volumes of water, which precipitates 
the zinc hydrate, this precipitation being more com. 
plete the more dilute the solution. Thezinc hydrate is 
decanted, collected, washed thoroughly, drained and 
dried, the dilute lye which has been drawn off is then 
evaporated and concentrated till it attains its original 
density. Any carbonic acid the liquid may still contain 


_ is eliminated by caustification with lime. 


3734. ‘Appliance for signalling.” ALEXANDER 
MAXWELL RITCHIE. Dated September 14. 6d. Re. 
lates to a new or improved construction of signalling , 
appliance, ball, or shape, to be used by ships at sea, 
particularly as a distress signal, and for ships not under 
command, in compliance with the Merchant Shipping 
Amendment Act, but also applicable for storm warning 
signals on land, and for other signalling purposes, 


. The new or improved signal appliance is specially 


designed to be readily collapsed, and thus occupy little 
space when stowed away as compared with ordinary 
ball signals. The invention consists essentially in 
forming the improved ball or shape of two hoops of 
iron, steel, or other rigid metal or material, fitted the 
one inside the other, and connected together by a 
swivelling pin on each side, so that the hoops may be 
either in one plane or opened out in planes at right 
angles to each other. These hoops are covered with 
canvas, sail cloth, or other similar material, stitched or 
otherwise fastened round the rim and extending across 


each to form a pair of discs, the one disc being com- 


plete, whilst the cloth of the other is sewed or attached 
to the former on either side at or aear the axial line of 
the swivelling pins, so that the two discs can be col- 
lapsed to the flat state; and when there are several 
such balls used for signalling, these can be stowed away 
in less space than an ordinary ball of the same diameter. 
The swivelling pins are also formed with eyes outside 
for attachment to the hoisting ropes or halyards, and 
a clamp or catch is fitted loosely on one of the centre 
pins, and fitted with four prongs or other equivalent, 
which catch on either side of the hoops in their col- 
lapsed condition, and this pronged clamp is lifted and 
replaced to grip each of the hoops when opened out at 
right angles, and thus hold them firmly in this position, 
in which the ball or shape is hoisted as a signal. 


3808. ‘Dynamo machines.” FREDERIC GEORGE 
WILLATT. Dated September 20. 2d. An armature 
having four or more, but preferably six, blades, broad 
at the outer end and narrowing somewhat towards the 
centre, is cast in one solid piece. Each blade is wound 
in the same direction and coupled up soas to form north 
and south poles across the centre of the armature when 
in motion, and round the armature extends a station- 
ary soft iron magnet composed of two parts, one acting 
as N. and the other as S., and preferably circular in 
form so as to fit round the armature and economise 
space. (Provisional only.) 
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| saved by making the block wire do dual service, and 
Co uN espondence ; the cost of a second telephone at each cabin, the 
— expense of which might be prohibitory, is avoided. 


ROLLS’ METHOD OF TELEPHONING 
BETWEEN BLOCK SIGNAL CABINS. 
To the Editor of THE TELEGRAPHIC JOURNAL. 
DEAR S1R,—I think it may be interesting to some of 
our readers if I detail the syStem I have worked out 
and put into practice for telephoning between block 


signal cabins. | tec | 
The great obstacle to overcome was the high cost of 


he connections are very simple, and may be added 


by the lineman in half an hour. I give a plan of these 


beneath; the dotted lines show all that is additional for 
telephoning upon the existing block instrument con- 
nections. He 

The relative resistances with most forms of block 
instruments are such that no compensation is required, 
and difference in the signals upon introducing the 
telephone is quite imperceptible. 


 CABIN.B. 


Down Block Inst 


~ 


» 


A 
le 
the telephones (Gower-Bell) as compared with the more 
familiar single needle instrument. The advantages to 
be gained by the increased facility of verbal communi- 
cation scarcely need mentioning. 
By my method the difficulty is entirely surmounted, 
and a chain of telephonic communication may be 
established between block signal cabins at even less 


cost than the single needle system. All extra line wires, 
leading in wires (and the single needle battery) are 


Up Beck nt 


\ 


Aleck Bell Keys. 


El. | 


The switch stands indifferently turned to A or c. 
When either cabin requires to telephone to B the pre- 
concerted number of beats upon the block bell is given; 
B reverses the switch if requisite, and receives the 
message. | 

If transmission of the message should be required it 
can be done viva voce with rapidity, but in practice this 


would be rarely necessary. Yours truly, 
| E. T. ROLLS. 


To the Editor of THE TELEGRAPHIC JOURNAL. 
DEAR Sir,—The difficulty experienced in listening 
to, and writing down, a telephonic communication when 
the ordinary form of apparatus is employed is well 
known, for as a rule both hands are employed in hold- 


Z 
7 


ing the two telephones or two ear tubes up to the ear, 
and consequently the writing down has to be effected 
by a second person. If one ear only is employed for 
listening, so that one hand can be at liberty to hold a 
pen, then the power of hearing is very considerably 
diminished. The apparatus of which I give a sketch 


enables two telephones to be secured to the ears, so that 
the hands of the listener are left free to write. ie 

The mouth-pieces of the telephones are so shaped 
that they can be slipped over the ears and be held 
securely there; a metal bar connects the two instru- 


| 


ments and lies against the nape of the neck and keeps 
the whole apparatus steady. I am, Sir, yours faithfully, 
= London, April, 1881. C. C. VYLE. 

[An apparatus very similar to the foregoing was 
described and illustrated in the number of this journal 
for December 1st, 1878.—EpiTor TEL. Jour. | 
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To the Editor of THE TELEGRAPHIC JOURNAL. 


S1r,—The remarks by the press generally regarding 
the electric lighting of the City are certainly favour- 
able, Some give the palm to one system, some. to 
another, the highest encomium paid being perhaps that 
regarding the Brockie light at the Cannon-street 
station. Electric light is, however, electric light, and 
the favourable progress of one system more or less 
~ reflects on all. In watching the general effect of the 
new light in the City, one was struck with the wide 
difference between the two systems now tried in the 
streets. Siemens’ elevated lights illuminated the 
highest stories of the tallest edifices near, the lesser 
light up the facades of the buildings close by, both 
throwing excellent light up and down and across the 
roadway to a fair distance, but not completely or 
thoroughly illuminating. The Brush brilliantly lit up 
the pavement and roadway near each lamp, but the 
fronts of the houses adjoining, say above twenty feet, 
were in comparative darkness, the mechanical arrange- 
ments of the lamps preventing the upward diffusion of 
any light; these posts also, as placed, allowed of a cer- 
tain distance between them being little better lighted 
than by the ordinary method. I was curious to see the 
effect of this system of lighting on St. Paul’s, hoping 
it would throw out the grand old cathedral in the same 
‘way as the Jablochkoff lamp at the end of Waterloo 
Bridge does the gable end of Somerset House; but I 


was disappointed, the great church remained in sable | 
darkness, greater even than by ordinary lighting. The | 


colour of the light as shown by these systems differed 
considerably. The Brockie at Cannon-street station 
was more like the Jablochkoff on the Embankment, of 
a yellowish white; the Siemens a pale blue; while the 
Brush shone with a greeny blue tinge, no doubt owing 

to the excess in the copper vapour given off, and cast- 
_ ing a rather cadaverous look on passers by. .One thing 


the City lighting undoubtedly does, it demonstrates the © 


considerableimprovements of late in “regulator” lamps; 
but for an electric light for the streets, or where the 
supervision can be but very general, extreme simplicity 
is the desideratum. Now the first system practically 
tried was the Jablochkoff. It has stood two years, in- 
cluding three winters of great severity, on a most ex- 
posed and trying position; it would now, but for legal 


proceedings, be lighting Queen Victoria-street, City, | 


though it needed not any trial to show its merits or its 
worth, Faults are laid to its door regarding the oc- 
casional flickering ; however, when leading commercial 
establishments, who use it in their show-rooms and 
offices, make little of such, those who walk about the 
streets surely need say less; and this flicker is easily 
remedied by better prepared carbons and the removal 
of all extraneous matter from them. =. ::# 


After leaving the Brush lights in Bridge-street, Black- 
friars, I wandered down the Embankment. Whether 
the old Jablochkoff lamps-were on their mettle or not, 
they shone with great brillianey, and with them, from 
the manner in which they are placed, one never got 
into a dark spot—the pavement was well and distinctly 
lighted from end to end of the great thoroughfare. 
It may be stated that the Jablochkoff lights have been 
thoroughly and photometrically tested by the Metro- 
politan Board of Works, and are of the candle-power 
of 265: this as against Brush and Siemens’ smaller, 
said to be 2,000, and Siemens’ large, and Brockie 
6,000. I am not aware, however, whether any of these 
have been subjected to any crucial test as to light 
power. The Jablochkoff system as compared with all 


others, superior or inferior to it in light, possesses 


what no other has, viz., simplicity. Every other sys- 
tem depends upon some clock-work or other me- 
chanical contrivance, with or without magnets, &c., to 


keep the poles at their proper distance, the Jablochkoft 
—nothing: simple as the placing of a taper in a candle. 
stick and manageable bya child. When the battle of 
the lights is fought out and novelty ended, simplicity 
and economy become a desideratum, this invention of 
the Polish engineer, which has. served our finest 
thoroughfare for two years, and well, will, so far as 
present practical working indicates, I opine, find itself 
if not the only reliable system, at least at the head of a 
list which, to judge by appearances, seems likely to be 
steadily added to monthly. Mechanism can be im. 
proved, so can the purity of carbon manufacture, but 
that simplicity which is in Jablochkoff it will be diff. 
cult to go beyond or supersede. | 
Yours, obediently, 
4 | ELECTRON. 

Junior Carlton Club. 

April 19th, 1881. 


To the Editor of THE TELEGRAPHIC Journat. 


Sir,—In your esteemed journal of the rst inst. you 
mention in the article on Schwendler’s report that he 
has used a Napier’s measurer of speed in his machines 


for the electric light. 


_ You would greatly oblige me by kindly making known 
in the correspondence column of your journal where 
such an apparatus is described in full, and at what price 


it can be obtained, 
MORITZ KOHN. 
Vienna, April roth. 


[Perhaps some of our readers will oblige with the 
desired information.—Ep, TEL. Jour. ] 


Proceedings of Societies. 


THE SOCIETY OF TELEGRAPH ENGINEERS 
AND OF ELECTRICIANS. | 


AN ordinary general meeting of this Society was held 
on Thursdgp, Professor Carey FOSTER, 
President, in the, chair, The minutes of the last 
general meeting having been read and confirmed, and 
the list of new and proposed members read, a paper 
‘On the application of Electricity to Lighting and 
Heating for Domestic and other Purposes,” was read 
by Mr. Sr. GEORGE LANE Fox. The author considered 
it probable that before long electricity would be applied 
both to lighting and heating for domestic purposes, and 
the object of his paper was to show how this was 
possible. Electricity was a form of energy, and this 
energy in overcoming a resistance became converted 
into heat and light. If the external circuit of the 
electric generator was considerable compared with the 
resistance of the generator itself a corresponding large 
amount of the energy expended in driving the machine 
became utilised in the form of heat. This being the 
case, it could be shown that an indefinitely large num- 
ber of electric lamps could be worked from central 
stations with a proportional cost of working. 

In general principle his system was similar to that 
of gas lighting, viz., large mains extended from the 
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generators and smaller ones branched off from them to 
the lamps. | | 

The lamps employed by him were on the incandes- 
cent principle, and possessed several peculiarities in 
their construction. The wires leading into the glass 
bulbs were rendered air-tight by passing through mer- 
cury chambers, the latter metal being kept in its place 
by a stopping of marine glue. The cost of the lamps 
was stated to be one shilling (for full description. of 
lamp, see TELEGRAPHIC JOURNAL, March 15th). Mr. 
Fox said that there was nothing in the construction of 
the lamp that prevented its being indestructible. As 


regards illuminating power, this he estimated at 150 


candles per horse-power if the temperature was not 
excessive, It was possible, however, to obtain 500 


candles per horse-power, but the lamps could not be 


aranteed to last at the high temperature necessary 
to give this light. Taking the consumption of coal in 
an engine at 1% lbs. per horse-power, per hour, this 
would represent a cost of 4d. per horse-power, per 
hour. | 


aper 
: Mr. R. E. CRoMPTON said that the estimated expen- 
diture of coal per horse-power as given by Mr, Fox 
was much lower than would as a ruie be the case, but 
even taking a greater cost, still the expense, at least 
for arc lighting, was less than that for gas. Mr. Fox’s 
method of regulating the speed of the dynamo machine 
by making the current control the throttle-valve, was 


_ one which no engineer would use, as the action would 


be highly irregular ; the proper method to adopt would 
be to regulate the slide-valve gear, and this could only 
be done by a considerable expenditure of force, which 
the current could not give. aw, 

Professor Ayrton then explained the construction 
of his “ Portable absolute galvanometer for strong 


currents.” The new instrument, it was pointed out, 


was free from the defects which existed in those hitherto 
constructed. The instrument was of small dimensions 


and was dead beat in its action, the needle moving at 


once to its correct position. 


Professor AYRTON then explained the action of “A 


new transmission dynamometer,” invented by Professor 
Perry and himself. | 
In the discussion which followed the explanation 
Mr. R. E. Crompton stated that an instrument 
similar to that described, but of better construction, 
had been used by him some years ago. 


The discussion was then adjourned. 


City Hotes. 


Old Broad Street, April 26, 1881. 


Tue Inpo-EuRoPEAN TELEGRAPH COMPANY (LIMITED). 
—The directors’ report for 1880 states that the Com- 


pany’s revenue from all sources for 1880 amounted to 


$98,731 145. 11d., showing an increase of £12,372 15s. 
The expenses were £46,463 8s., showing an increase of 
4672 16s. 7d. After charging £10,169 6s..5d. per- 
centage upon profits payable to Messrs, Siemens under 
their maintenance contract, taking credit for the balance 
brought over from last year, £748 18s. 1d., and deduct- 
ing income-tax, there remains the sum of £42,362 7s. 1d. 
From this amount the interim dividend of 410,625 
already paid has to be deducted, leaving a net balance 
of £31,737 7s. 1d. fo be dealt with. The directors 
propose to declare a dividend for the last six months 
of 17s. 6d. per share, making, with the interim dividend 


“In the discussion which followed the reading of the 


already. paid, 6 per cent. for the year, and a bonus 
of 10s. per share; both free of income-tax. Out 
of the balance of £8,362 7s. 1d., £7,500 is proposed 
to be added to the reserve fund, and £862 7s. 1d. to 
be carried to the credit of the current year, The 
Company is still preening its claim against the Russian 
Government. For the benefit and encouragement of 
the officers and servants of the Company the directors 
will submit to the shareholders a proposal to enable 
them to introduce a system of assurance, endowment, 
or pension, not to entail in the ‘aggregate a charge 
exceeding £1,000 per annum, This system has been 
adopted by all the leading telegraph companies. The 
Board have appointed Mr. Andrews managing director 
of the Company’s affairs, The meeting will be held 
at the New Exchange Buildings, George Yard; Lombard 
Street, on the 28th April at 12 o’clock, | | 


REUTER’Ss TELEGRAM Company (LIMITED),— The 
report of this Company to be presented at the seven- 
teenth ordinary general meeting of the shareholders, 
to be held at the Company’s offices, 24, Old Jewry, 
London, states that the net profits for the year ending 
the 31st December last, after payment of current 
charges and deducting bad debts and rebate on unex- 
pired subscriptions, amount to £8,278 16s. 8d., including 
4108 14s. 9d. brought forward from the last account. 
The usual interim dividend of 2} per cent. was paid in 


October last, and the directors now declare a further _ 


dividend of 12s. per share, equal to 74 per cent., free 
of income-tax, making a total distribution of 10 per 
cent. for the year. This will absorb £7,366 6s., 
and after adding £800 to the reserve fund there will 
remain a balance of £112 10s. 8d. to be catried 
forward, The directors have decided to recommend 
to the shareholders the establishment of an Insurance 
and Superannuation Fund for the officers of the Com- 
pany, and a resolution will be submitted to the meeting 
authorising the directors, out of the receipts of the 
Company, to apply from time to time a sum not ex- 
ceeding £300 a year for carrying out that object. 


GERMAN UNIon TELEGRAPH AND Trust ComPANy 
(LiMITED).—The tenth ordinary general meeting of the 
shareholders in this Company was held on April 12th, 
at the Offices, Old Broad Street, under the presidency | 
of Mr. H. Weaver. The chairman in moving the adop- 
tion of the report (published in our last issue), con- 
gratulated them on the highly satisfactory condition of 
the Company’s affairs. ‘The increase in the traffic had 
been, very marked, and he had no doubt that the 
adoption of the word-rate tariff would cause a still 
larger increase. Their reserve fund stood at £15,615, 
and with the renewal fund amounted to £24,268, or 
about one-seventh of the capital. There was no reason 
to suppose that they would ever require to renew the 
cable from end to end, for it was in very shallow water, 


| and in the event of a breakage could be easily raised 


and mended. Mr. H. G. Erichsen seconded the motion, 
and it was carried unanimously; and the retiring 
director and auditor having been re-elected, the meet- 
ing closed with a vote of thanks to the chairman and 
directors. 


CONSOLIDATED TELEPHONE CONSTRUCTION AND 
MAINTENANCE CompAny.—The applications for shares 


were, we understand, very large. 


THE West Coast of AMERICA TELEGRAPH Com- 
PANY (LimITeED).—We are informed that telegraphic 
communication is now re-established with all the 
stations of this Company, between Valparaiso and 
Lima (Serena, Caldera, Antofagasta, Iquique, Arica, 
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Mollendo, Callao), and that messages will now be | 


received at the various telegraph offices for transmis- 
sion to any part of the west coast of South America. 


COMPAGNIE FRANÇAISE DU TELEGRAPHE DE PARIS 
À New York.—This Company’s Brest-St, Pierre cable 
having been repaired, communication with America, 
&c., is re-established. | 


GREAT NORTHERN TELEGRAPH COMPANY OF COPEN- 
HAGEN.—At the annual general meeting held at Copen- 
hagen, on the 12th April, 1881, F, Zahle, Esq., pre- 
siding, the chairman, C. F. Tietgen, Esq., after 
having in his introductory remarks. referred to some 
points in the Company’s history, and congratulated the 
shareholders upon the present prosperous state of the 
Company, reported as follows upon the Company’s 


_ business generally:—Several of the European cables 


had suffered from interruptions, and, unfortunately, 


these had in some cases been of longer duration than 


ordinarily, owing mainly to stormy weather, which had 
prevented more speedy repairs. There had been a 
marked increase in both the extra-European and the 
European traffic. The increase in the latter was 
mainly owing to the introduction of the word-rate 


_ system adopted by the International Telegraph Con- 


ference held in London in 1879, and which took effect 
on the 1st April, 1880. As compared with 1879, the 
traffic returns for 1880 showed an increase of £28,000; 
on the other hand the expenditure had slightly in- 
creased. Also with regard to the laying of the new 
English-Norwegian-Swedish Cable, the shareholders 


could be congratulated. The cable had been laid . 


from a point near Newcastle-upon-Tyne to Arendal 
in Norway, and from there to Marstrand, near Gothen- 
burg in Sweden, The total length was about 522 nautical 
miles. It had been manufactured by the Telegraph 
Construction and Maintenance Company, Limited, and 
successfully laid by the same Company in September 
last. The Swedish and Norwegian Governments had 
agreed to extend the terms of all the existing con- 


cessions until the 1st January, 1911, and if it were con- 


sidered that out of the Company’s nine European cables 
six were landed in those countries, the prolongation of 
the Company’s monopolies was of an importance which 
could not be overrated. In accordance with the re- 
solution passed at the extraordinary general meeting 
of the 17th November last, the capital required for the 
new cable had been obtained by the issue of £100,000 

per cent. obligations, redeemable within 20 years. 
These had been offered to the public by Messrs. C. J. 
Hambro & Son, in London, and the Private Bank in 
Copenhagen, and had readily been taken up at par. 
In consequence of this measure the reserve fund had 
remained intact; £64,113 17s. 10d. had been further 
invested on account of that fund, and the interest on 
the investments would now suffice to meet the interest 
payable on the new loan. The greatest event of the 
year for the Company had, however, been its connection 
with the extension of the telegraph system in China. 
At the request of the Chinese Government, the Com- 


pany had, in July last, commenced a survey of the 


country between Shanghai and Tientsin with a view 
to the establishment of an overland telegraph service 
between those two places. On the completion of the 
survey a plan had been prepared by the Company for 
the construction of the line, and on the basis of this 
plan, which was approved by the Government, a con- 
tract had been entered into at Tientsin on the 22nd 


December last, between the Government and the Com- | 


pany. According to this contract the Company would 
have to supply all materials, instruments, &c., required 
for the construction of the line and stations, and the 


Company had also agreed to appoint engineers to 
superintend the work, which would be commenced on 
the 15th May this year. The route of the line 
which would be of a length of about 1,000 miles. 
would follow the Grand Canal, and great facilities 
would thus be offered for the transport of the materials 
and the subsequent maintenance of the line, Besides 
this the Company had undertaken to appoint the : 
necessary teachers for a College of Telegraphy which 
the Government had established at Tientsin. This 
line from Shanghai to Tientsin would be of the 

- greatest importance for the development of tele. 
graph undertakings in China, as the line would, no 
doubt, shortly be extended from Tientsin to Pekin, 
a distance of 80 miles, and thus connect this great 
capital and Tientsin, the commercial centre of North 
China, with the lines of the Company, and so with 
the whole world. As another event of the year, the 
directors would draw the attention of the shareholders 
to a contract entered into between the Imperial Russian 
Government and the Company for supplying and lay. 
ing a cable of about 70 nautical miles from the eastern 
coast of Siberia to the Island of Saghalien. The cable 
had already been manufactured in London, and would 
be sent out by the Company’s s.s. Store Nordiske, in 
order to be laid by that ship during the most favourable 
season of the year. Without discussion, the report was 
then unanimously adopted, the accounts were passed, 
and discharge given to the board of directors, The 
retiring director, Col. O. V. Hoskizr, R.D.E., was re. 
elected. The shareholders’ auditors, His Excellency 
Bille, and A. }Berner, Esq., were also re- 
elected. | 


_ The following are the final quotations of telegraphs:— 
Anglo-American, Limited, 58-58}; Ditto, Preferred, 87- 
88; Ditto, Deferred, 305-31; Black Sea, Limited, ——; 
Brazilian Submarine, Limited, 104-103; Cuba, Limited, 9- 
03; Cuba, Limited, 10 per cent. Preference, 163-17; Direct 
Spanish, Limited, 3%- 44; Direct Spanish, to per cent. Pre- 
ference, 13-14; Direct United States Cable, Limited, 
1877, 11#-11§; 6 per cent. Debentures, 100-103; Eastern, 
Limited, 9-10; Eastern 6 per cent. Preference, 12%-13 ; 
Eastern, 6 per cent. Debentures, repayable October, 188 3, 
101-105; Eastern 5 per cent. Debentures, repayable August, | 
1887, 102-104; Eastern, 5 per cent., repayable Aug., 1899, 
103-106; Eastern Extension, Australasian and China, 
Limited, 104-114; Eastern Extension, 6 per cent. Debenture, 
repayable February, 1891, 109-112; 5 per cent. Australian 
Gov. Subsidy Deb. Scrip, 1900, 105-107 ; Ditto, registered, 
repayable 1900, 105-107; Ditto, 5 per cent. Debenture, 
1890, 103-106; Eastern and South African, Limited, 
5 per cent. Mortgage Debentures, redeemable 1900, 
102-104; Ditto, ditto, to bearer, 102-104; German 
Union Telegraph and Trust, 114-113; Globe Telegraph and 
Trust, Limited, 63-63; Globe, 6 per cent. Preference, 12$-12; 
Great Northern, 123-13; 5 per cent. Debentures, 103- 
106; Indo-European, Limited, 284-293; London Platino- 
Brazilian, Limited, 63-6% ; Mediterranean Extension, Limi- 
ted, 24-2$; Mediterranean Extension, 8 per cent. Preference, 
gi-104; Reuter’s Limited, 11-12; Submarine, 270-290; 
Submarine Scrip, 2§-2§; Submarine Cables Trust, 99- 
102; United Telephone Company, ; West Coast 
of America, Limited, 4%-54; West India and Panama, 
Limited, 2-24; Ditto, 6 per cent. First Preference, 7-74; 
Ditto, ditto, Second Preference, 64-63; Western and Bra- 
zilian, Limited, 8$-8§; Ditto, 6 per cent. Debentures “ A,” 
104-108; Ditto, ditto, ditto, “ B,’? 98-102; Western Union 
of U.S. 7 per cent., 1 Mortgage (Building) Bonds, 124- . 
129; Ditto, 6 per cent. Sterling Bonds, 104-108 ; Tele- 
graph Construction and Maintenance, Limited, 31-314 ; 
Ditto, 6 per cent. Bonds, 107-110; Ditto, Second Bonus 
Trust Certificates, 4-44; India Rubber Company, 19- 
| 195; Ditto, 6 per cent, Debenture, 104-108, 
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TILLOTSON & CO. 


5 DENT STREET, NEW YORE, U. 
THE ques & LARGEST RAILWAY & TELEGRAPH SUPPLY peuse IN AMERICA, 


MANUFACTURERS AND DEALERS IN 


TELEGRAPH AND TELEPHONE SUPPLIES 
OF EVERY DESCRIPTION. 


Morse Telegraph Instruments of the most approved construction ; Batteries of all kinds ; Patent 
Screw Glass Insulators; Brooks’ Patent Insulators; Telephone and Telegraph Office Wires ; 
Telephone Conducting Cords and Annunciator Drops; Burglar Alarm and Hotel Annunciators ; 
Gutta-Percha Insulated Wires and Sub-Marine Cables; Johnson’s Celebrated Telegraph Wire, 
in Bond in New York, at Manufacturers’ Prices. | 


Manufacturers of the HOME LEARNER’S INSTRUMENT, including Key, 
| Sounder, Battery, and Instruction Book ; for the use of Students in Telegraphy. Price $ 4.50. 


Catalogne and Price List sent upon application. | 


47, HOLBORN VIADUOT, H.C. 


(Opposite THE City TEMPLE), 


Manufacturers of Zanni’s Patent Dynamo- Electric Machine, 


| 
| | The Cheapest in the Market. | 
MAGNETIC BELLS.—No Battery required. Satisfactory working guaranteed for five pres 
ELECTRIC BELLS of every description for House and Ships’ use. 


‘Burglar Alarms. Pear and Button Pushes. Insulated Wire. Indicators. 
Fire Alarms. 


ESTIMATES GIVEN FOR FITTING UP HOUSES, éc., COMPLETE. 
ILLUSTRATED PRICE LIST ON APPLICATION ; 


\ Models Made. Experimental Work done. All Repairs promptly Executed on the Premises. | 
Double Covered Wire for Indoor | 


Silk Covered Wire. Binding Screws. 
or Outdoor use. | 
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Ex erience, accumulated sincé the time of Benjamin Franklin, proves conclusively that a Conductor made 
of Copper, of adequate size, is the best of all appliances for the protection of every description of Building from the 
destructive effects of Lightning. 


NEWALL & CO.’8 PATENT COPPER-ROPE LIGHTNING CONDUCTOR, = 


As applied to all kinds of Buildings and Shipping in all parts of the world with unvarying success, is the 
most reliable, most effective, and cheapest conductor offered to the public. 
It is simple in its application, no insulators being required ; and it costs only ONE SHILLING per foot for the standard 
size, which is safe in any storm. 
SOLE PATENTEES OF UNTWISTED WIRE ROPE. 
Manufacturers of Iron and Steel Ropes for Colliery and Railway Purposes. Rigging 
Ropes, Guide Ropes, &c. 


GILT AND SILVER Corp FOR HANGING PICTURES. IRON, STEEL, AND COPPER CORD FOR CLOCK AND SASH LINES, &c, 


R. S. NEWALL & Co, LONDON, 130, STRAND, W.C. 


LIVERPOOL, 36, Waterloo Road; GLASGOW, 68, ‘Anderston: wae À ; MANUFACTORY, 


Gateshead-on-Tyne. 


NOTICE © =" REMOVAL. 


THE BUSINESS OF 


EDWARD PATERSON, MANUFACTURING ELECTRICIAN, 


3, BEDFORD COURT. COVENT GARDEN, W.C., 
| On and after May lst, 1880, will be removed to 


76, LITTLE BRITAIN, ALDERSGATE STREET, EC, 


EDWARD PATERSON begs to draw the attention of his clients to the increased advantages his new iii will 
enable him to ofer them. Having steam-power on the place, he will be enabled to undertake work to any extént, and to 


execute it promptly, A spacious Show-room will contain a good selection of Electrical Apparatus A all descriptions jor 
their inspection. 


THE GOWER-BELL LOUD-SPEAKING TELEPHON E. 
| TELEPHONE LINES ERECTED AND MAINTAINED. 


Electric Signalling and Electric Light Apparatus of the best and most recent description, 


sw THE EUROPEAN MAIL = 


Is the Leading Title of Eight totally distinct Papers, circulating as follows :— 


EDITION. No. of Issues Annually, 
_A, throughout the West Indies, Central America, Mexico, Chili, Peru, &c. … 06 we 24 
B. » . South Africa, St. Helena, Ascension, &c. .. 52 
Le, ‘ North America, i.e. the United States, Canadian Dominion, British America, 
D. the Brazils and River Plate, 24 
E. À the East, i.e. India, Burmah, Egypt, China, Tecan, Ceylon, Penang, Singapore, 
Siam, Sumatra, Java, Borneo, Philippine Islands, Mauritius, &c. _... sos 12 
F, “ Great Britain and the 12 
G. Australia, New Zealand, Figi, &c. ... 7 
K, the West Coast of Africa, Madeira, &c. 12 


Total 74 


Each Edition of THE EUROPEAN MAIL contains every item of intelligence from Mail to Mail, specially affecting the 


country or colony for which it is published, with an exhaustive resume of Home and Continental Politics, Science, Art, and 
Social News, together with a retrospect of Commercial transactions in Great Britain and on the Continent, thereby rendering 
it at once the highest commercial authority, the most complete Newspaper despatched from England, and the best medium 
for the insertion of Advertisements of all desiring to cultivate trade in all Foreign and Colonial Markets. 


Advertisements inserted in the Series come under the notice of the reading public of the whole civilised world, 


Specimen Copy of any Edition, with particulars of Subscription of Tariff for Advertisements, forwarded on application 
to THE PUBLISHER, 


THE EUROPEAN MAIL, Colonial Buildings, Cannon St. nés. E.C. 
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Of Superior Make.” In Brass, 84, each, Plated, 18, each. 


DAVIS. & _ TIMMINS, 
“SCREW MANUFACTURERS. 


à, Binders, Terminals, Connectors, Clamps, in Stock, 


"BOWLING ¢ GREEN LANE, FARRINGDON ROAD, 


to any Needle Instrümients. 
periments carried out. Cireus Street, Maryle.: 


fée Plates 4% by 8. 
and everÿ 


“PHOTOGRAPHY. 


“RAPID DRY PROCESS. 


Previous Knowledge not necessary. 


No Chemicals in the field, Tourists’ Pocket Slides 


Price Complete, 28 Ss, 
THE SAME SET FOR PICTURES. 5 x x 4, 29 a... 


Practical Instruetion ‘Free. 
: Sensitive Plates 2s. 6d, per dox. 


_WRATTEN & ‘WAINWRIGHT, 


: QUEEN ST, LONG ACRE, 


HARBOROW & Go. 


4, Circus Marylebone, Ww. | 


| Makets of Block and cay Instraments, Bells, 


Batteries, Morse and Acoustic Instruments, Makers 
of F. M. Rogers’ Patent Needle Sounders, which can 
be used or not at will,and can be added ata trifling 
Models made, : Ex- 


ne, W, 


POCKET SOUNDERS FOR LEARNING MORSE CODE, 


“junction with Mesars, Saxey & FARMER), ins 


INTERLOCKING SIGNALS. 
TYER & COMPANY 


Respectfully invite the attention of Railway Directors, Managers, ze 
and Engineers to their important improvements in,‘ Bloc RP: 
Telegraphs, especially to their new system (Patent 1874, con- 


by. Captain TyLer, on behalf of the Board of Trade. 


of a line locked from the si 
oe a contrary signal upon 

river 

“Such is the latest development of railway signalling, which is 
worthy of careful attention, constituting, as it does, a marked 
advance upon the ordinary block system, Times, 

and Orn Srreër, GOSWELL , ROAD, LONRON, 


MANUFACTURER OF KINDS 


SCREWS, 


STEEL, OR BRASS. 
Melegrayph Work, Binders, Terminals, ac. 
_All turned or shaped parts for. Dynamo 

- and Magneto 


MOUNT MILLS STEAM SCREW 
| SEWARD GOSWELL ROAD, LONDON, À 
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e outside semaphore to the engine~ 


oted and improved 
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this a signalman who receives a telegraphic indication 
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A VAs Co. 


7, GREAT GEORGE STREET, 


Telegraph, and for the Supply of Telegraph Stores, 


‘ALSO OF EVERY DESORIPTION OF - 


“TELEGRAPH INSTRUMENTS AND APPARATUS. 


JOSEPH BOURNE SON, 


‘DENBY FOTTERY, NEAR DERBY. 


of the well-known Insulators and Battery Cells. 


London Office: sr. PANCRAS STATION, EUSTON N W. 


M. and Warehouses: 106 & 100, CANNON ET. LONDON, EC. 


Works: : Silvertown, London, E.; and Persan-Beaumont, France. x 


TELEGRAPH ENGINEERS AND OF” 


à OABLES;,-Submarine, Subterranean, and Aërial. | 
"WERE .—Instlated with India-Rubber and Gutta-Percha to all gauges, 


INSTRUMENTS. Morse” Inkers, Single Needle, Wheatstone’s & Walker's systems of 
2 | | ‘Semaphore “Block” Instruments, Bells, Pesistance Coils, Sir W. Thomson’s and other 


Galvanometers, Condensers, Testing Instruments, Indicators for domestic use, Electric Bell. 


4 | Materials &c, 
ATTERIES. SOLE MAN UPACTURERS FOR GREAT BRITAIN, IRELAND, AND THE 
| COLONIES OF THE CELEBRATED SIL VERTOWN IMPROVED LECLANOCHE 


AND FOGGENDORFF BICHROMATE BATTERCES, All other kinds cf Baueries 


_ also manufactured. Ebonite Cells, Carbon Plates, &c. 


The Leclanché is the best Medical Battery, 
INSULATORS ,—Ebonite, Porcelain, Brownware, 


LIGHTING.—Electric Lamps, Dynamo- Electric Machines, 
Rods for Electric Lighting. 


“MANUFACTURERS OF THE MOST IMPROVED APPARATUS FoR RAILWAY BLOCK-SIGNA LLING. 


PHORE REPEATERS, “LIGHT” INDICATORS, AND. WALKER 8 “PASSENGER 


GUARD” COMMUNICATOR. 
| TELEGRAPH STORES AND APPARATUS OF EVERY. DESCRIPTION. ae 


TORPEDO APPARATUS, 


7 The Company are Patentees and : Manufacturers of Complete of Tortedoes Ha ? and Coast . 


Defence. and. of the 
 SILVERTOWN. PATENT FIRING BATTERY, 


4 Constant Battery for Mining and Blasting Purposes. 3 
| Cuntenotors the Manufacture and 0 of Submarine Cables o type in ‘any part 
he World, and for the. Complete: Equipment. of Telegraph, Repairing Ships. of 
“comraacts ENTERED INTO for the SUPPLY, CONSTRUCTION, and MAINTENA 


si 
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Contractors: for the ‘Brocton and Complete ‘Equipment of of 
MANUFACTURERS OF IRON POLES AND TELEGRAPH wine. 


Le M. of late of Muirhead and Clark, 


.: Special shapes and sizes for PRLEPHONIC and Mining purposes have been recently introdaced, a 


and Metallised and Carbon 


WOR) . 
and ESTIMATES GIVEN for ALL KINDS of ELECTRIC HOUSE BELL WORK. FOX Lins, a 
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